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July 2, 2007
The new BMW X5 officially launched in China
(Beijing.) Today, BMW China Automotive Trading Ltd. announced the price of the new generation BMW X5. The market price of the new generation BMW X5 4.8i Luxury and 3.0si Luxury models with top equipment is respectively RMB 1,336,000 and RMB 895,000. 
The new BMW X5 continues the success and brilliance of its predecessor, and raises the easy handling in a SAV to an even higher standard. It also defends its leading position in the segment by the premium quality and perfect image.

The new BMW X5 is the first vehicle in its class worldwide equipped with Active Steering, AdaptiveDrive, Head-up Display, and Runflat tyres. The technological highlights of the new BMW X5 also include:
· The V8 petrol engine and the latest BMW six-cylinder inline engine;
· The BMW xDrive all-wheel drive technology with even greater precision;
· The more optimized six-speed automotive transmission;

· The new electronic gear selector lever; and 
· The BMW iDrive with eight favorite buttons. 
Compared with its predecessor, the new generation BMW X5 4.8i Luxury and 3.0si Luxury have enhanced performance by respectively 7% and 8% reduction in the acceleration 0-100 Km/h, 8% and 5% increase in maximum torque, 11% and 18% increase in max power output, and, 5% and 14% reduction in average fuel consumption under the EU standard (For detailed data, please see the Appendixes).
Technical specificications of the new BMW X5:
	
	The new BMW X5 4.8i
	The new BMW X5 3.0si

	Engine
	V8 petrol engine
	Six-cylinder inline engine

	Capacity (cc)
	4,799
	2,996

	Acceleration 0-100 Km/h (Sec)
	6.5
	8.1

	Max torque (Nm)
	475
	315

	Output (kW/bhp)
	261/335
	200/272

	Average fuel consumption (ltr/100 km)
	12.5 
	10.9 

	Top speed (km/h)
	240
	225


As a spacious, luxurious, versatile and, at the same time, robust premium car offering excellent qualities through its electronically controlled all-wheel drive and superior driving dynamics for venturing out on rough terrain, the BMW X5 hits the headlines right from the start. When introducing the previous model, the first X5, BMW set up and established the brand new segment of the SAV Sports Activity Vehicle. From its launch in 1999 till April this year, the BMW X5 has achieved a sales volume of more than 630,000 units globally. It has not only established BMW’s leading position in the segment but also reflected the success of this strategy.
##
Journalist note: Information about the BMW Group and its products is available to journalists on-line at the BMW Group PressClub at the following address: www.press.bmwgroup.com.
Information about BMW Group products is available to consumers via the Internet at:
http://www.bmw.com

http://www.mini.com
http://www.bmw-motorrad.com

Appendix 1: 

Specifications of the new BMW X5 4.8i

	No of doors/seats

l
	 
	5/5 (7) 

	Length/width/height (unladen)
	mm
	4,854/1,933/1,766

	Wheelbase
	mm
	2,933

	Track, front/rear

	mm
	1,644/1,650

	Weight, unladen, to EU1
	kg
	2,245(2,325) 1

	Max load to DIN 
	kg
	615(750) 1

	Luggage comp to VDA
	ltr
	620-1,750

	Power Unit

	Config/No of cyls/valves

	 
	V/8/4

	Engine management
	 
	ME 9.2.3

	Capacity
	cc
	4,799

	Compression ratio

	: 1
	10.5

	Output
	kW/hp
	261/355

	at
	rpm
	6,300

	Torque
	Nm
	475

	at
	rpm
	3,400-3,800

	Performance

	Acceleration 0-100 km/h
	sec
	6.5

	Top speed
	km/h
	240(242) 

	Fuel consumption in the EU

	Urban
	ltr/100 km
	17.5

	Extra-urban
	ltr/100 km
	9.6

	Composite
	ltr/100 km
	12.5

	Emission standard
	
	EU4

	Miscellaneous

	Wading depth (at 7 km/h)
	mm
	500

	Embankment angle front/rear
	°
	25.4/22.9

	Ramp angle
	°
	19.7



With third row of seats.


Appendix 2: 

Specifications of the new BMW X5 3.0si

	No of doors/seats
	 
	5/5(7)

	Length/width/height (unladen)
	mm
	4,854/1,933/1,766

	Wheelbase
	mm
	2,933

	Track, front/rear

	mm
	1,644/1,650

	Weight, unladen, to EU1
	kg
	2,125(2,205)1

	Max load to DIN 
	kg
	630

	Luggage comp to VDA
	ltr
	620-1,750

	Power Unit

	Config/No of cyls/valves
	 
	Inline/6/4

	Engine management
	 
	MSV80

	Capacity
	cc
	2,996

	Compression ratio
	: 1
	10.7

	Output
	kW/hp
	200/272

	at
	rpm
	6,650

	Torque
	Nm
	315

	at
	rpm
	2,750

	Performance

	Acceleartion 0-100 km/h
	sec
	8.1

	Standing-start km
	sec
	28.9

	Top speed
	km/h
	225

	Fuel consumption in the EU
	
	

	Composite
	Ltr/100 km
	10.9

	Emission standard
	
	EU4

	Miscellaneous

	Wading depth (at 7 km/h)
	mm
	500

	Embankment angle front/rear
	°
	25.4/22.9

	Ground clearance, unladen
	mm
	212



With third row of seats.
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