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10. 主要諸元
520i, 530i. 

	Body

d


	
	520i
	530i
	
	

	No. of doors/seats
	
	4/5
	4/5
	
	

	Length/width/height (unladen) 
	mm
	4,841/1,846/1,468
	    4,841/1,846/1,468
	
	

	Wheelbase
	mm
	2,888
	2,888
	
	

	Track, front/rear
	mm
	1,558/1,582
	1,558/1,582
	
	

	Turning circle 
	metres
	11.44
	11.44
	
	

	Tank capacity
	approx ltr
	70
	70
	
	

	Cooling system incl heater     

l
	ltr
	9.8
	9.8 (10.2)
	
	

	Engine oil


	ltr
	6.5
	6.5
	
	

	Transmission fluid
	ltr
	Lifetime
	Lifetime
	
	

	Final drive fluid
	ltr
	Lifetime
	Lifetime
	
	

	Weight, unladen, to EU1
	kg
	1,560 
	1,570 (1,580)
	
	

	Max. load to DIN
	kg
	540
	560
	
	

	Max. permissible weight to DIN
	kg
	2,025 
	2,055 (2,065)
	
	

	Max. axle loads, front/rear
	kg
	980/1,130
	980/1,150
	
	

	Max. trailer load2,
	             
	
	
	
	

	braked (12%); unbraked


	kg
	              1,600/750 
	2,000/750
	
	

	Max. roofload/max towbar download
	kg
	100/90
	100/90
	
	

	Luggage compartment DIN70020
	ltr
	520
	520
	
	

	Air drag
	Cx x A
	0.26 x 2.26
	0.28 x 2.26
	
	

	Engine
	
	
	
	
	

	Configuration/cyls/valves 


	
	Inline/6/4
	Inline /6/4
	
	

	Fuel supply
	
	Siemens MS45
	           Siemens MS45
	
	

	Capacity, effective
	cc
	2,171
	2,979
	
	

	Stroke/bore
	mm
	72.0/80.0
	89.6/84.0
	
	

	Compression ratio


	:1
	10.8 
	10.2 
	
	

	Fuel grade
	
	RON 91–983
	RON 91–983
	
	

	Max. output
	kW/bhp
	125/170
	170/231
	
	

	at 
	rpm
	6,100
	5,900
	
	

	Max. torque
	Nm(lb-ft)
	210(155)
	300(221)
	
	

	at
	rpm
	3,500
	3,500
	
	

	Electrical system
	
	
	
	
	

	Battery/installation
	Ah/–
	80/luggage comp
	80/luggage comp
	
	

	Alternator
	A/W
	150/2,100
	150/2,100
	
	

	Chassis and suspension
	
	
	
	
	

	Suspension, front
	
	Doube-joint thrust-rod spring strut axle in aluminium;

	
	
	compensation of transverse forces; anti-dive

	Suspension, rear
	
	Integral IV multi-arm axle in aluminium; wheel suspension with special effect

	
	
	Anti-squat/anti-dive

	Brakes, front
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	310, vented
	324, vented
	
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	320, vented
	320, vented
	
	

	Driving stability systems
	
	ABS, CBC, ASC, DSC, DTC, DBC; optional: Dynamic Drive
	

	Steering


	
	Rack-and-pinion power steering; optional: Active Front Steering
	

	Steering ratio, overall
	:1
	13.7
	13.7
	
	

	Transmission, type
	
	Six-speed manual gearbox (six-speed automatic transmission with Steptronic)

	Gear ratio 
	1st
	:1
	4.35
	4.35 (4.17)
	
	

	
	2nd
	:1
	2.496
	2.496 (2.34)
	
	

	
	3rd
	:1
	1.665
	1.665 (1.52)
	
	

	
	4th
	:1
	1.23
	1.23 (1.14)
	
	

	
	5th
	:1
	1.0
	1.0 (0.87)
	
	

	
	6th
	              :1
	                          0.851
	             0.851 (0.69)      0,8510,
	
	

	
	R
	:1
	3.93
	3.93 (3.40)
	
	

	Final drive
	:1
	3.38
	2.93 (3.46)
	
	

	Tyres
	
	       225/55R16 95 W
	225/55R16 95 W
	
	

	Rims 
	
	   7 J x 16 LM (LBS-R)
	7 J x 16 LM (LBS-R)
	
	

	Performance
	
	
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	11.9
	8.8 (8.9)
	
	

	Output per litre
	kW/ltr
	57.6
	57.1
	
	

	Acceleration  
	0–100 km/h
	sec
	9.0
	6.9 (7.1)
	
	

	                              
	standing-start km
	sec
	30.2
	27.1 (27.3)
	
	

	80–120 km/h in 4th/5th gear
	sec
	9.4/12.5 
	7.3/10.0 (–)
	
	

	Top speed
	Km/h
	230
	250 (245)
	
	

	Fuel consump in the EU cycle 
	
	
	
	
	

	Urban
	ltr/100 km
	13.0
	14.1 (14.2)
	
	

	Extra-urban
	ltr/100 km
	6.8
	7.0 (7.5) 
	
	

	Composite
	ltr/100 km
	9.0
	9.5 (9.9)
	
	

	CO2
	g/km
	219
	231 (240)
	
	

	Miscellaneous
	
	
	
	
	

	Emission category
	
	EU4
	EU4
	
	


Figures in brackets apply to cars with automatic transmission.


Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.


2May be increased under certain conditions. 


3Performance and fuel consumption data on RON 98 fuel.



4Electronically limited.

主要諸元
530d.
	Body

d


	
	530d
	

	No. of doors/seats
	
	4/5
	

	Length/width/height (unladen) 
	mm
	4,841/1,846/1,468
	

	Wheelbase
	mm
	2,888
	

	Track, front/rear
	mm
	1,558/1,582
	


	Turning circle 
	metres
	11.44
	

	Tank capacity
	approx ltr
	70
	

	Cooling system incl heater     

L
	ltr
	9.6(9.8)
	

	Engine oil


	ltr
	7.75
	

	Transmission fluid
	ltr
	Lifetime
	

	Final drive fluid
	ltr
	Lifetime
	

	Weight, unladen, to EU1
	kg
	1,670 (1,685) 
	

	Max. load to DIN
	kg
	560
	

	Max. permissible weight to DIN
	kg
	2,155(2,170) 
	

	Max. axle loads, front/rear
	kg
	1,050/1,180
	

	Max. trailer load2 ,
	             
	
	

	braked (12%); unbraked


	kg
	              2,000/750 
	

	Max. roofload/max towbar download
	kg
	100/90
	

	Luggage compartment DIN70020
	ltr
	520
	

	Air drag
	Cd x A
	0.28 x 2.26
	

	Engine
	
	
	

	Configuration/cyls/valves 


	
	Inline/6/4
	

	Fuel supply
	
	Bosch DDE 5 (CR)
	

	Capacity, effective
	cc
	2,993
	

	Stroke/bore
	mm
	90.0/84.0
	

	Compression ratio


	:1
	17.0 
	

	Fuel grade
	
	Diesel
	

	Max. output
	kW/bhp
	160/218
	

	at 
	rpm 
	4,000
	

	Max. torque
	Nm(lb-ft)
	500 (369)
	

	at
	rpm
	2,000
	

	Electrical system
	
	
	

	Battery/installation
	Ah/–
	90/luggage comp
	

	Alternator
	A/W
	170/2,380
	

	Chassis and suspension
	
	

	Suspension, front
	
	Double-joint thrust-rod spring strut axle in aluminium;

	
	
	compensation of transverse forces; anti-dive

	Suspension, rear
	
	Integral IV multi-arm axle in aluminium; wheel suspension with specia effect

	
	
	Anti-squat/anti-dive

	Brakes, front
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	324, vented
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	320, vented
	

	Driving stability systems
	
	ABS, CBC, ASC, DSC, DTC, DBC; optional: Dynamic Drive
	

	Steering


	
	Rack-and-pinion power steering; optional: Active Front Steering
	

	Steering ratio, overall
	:1
	13.7
	

	Transmission, type
	
	Six-speed manual gearbox (six-speed automatic transmission with Steptronic)

	Gear ratio 
	1st
	:1
	5.08 (4.17)
	

	
	2nd
	:1
	2.804 (2.34)
	

	
	3rd
	:1
	1.783 (1.52)
	

	
	4th
	:1
	1.26 (1.14)
	

	
	5th
	:1
	1.0 (0.87)
	

	
	6th
	              :1
	                 0.835 (0.69) 
	

	
	R
	:1
	4.64(3.40)
	

	Final drive
	:1
	2.47
	

	Tyres
	
	       225/55R16 95 W
	

	Rims 
	
	   7 J x 16 LM (LBS-R)
	

	Performance
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	10.0 (10.1)
	

	Output per litre
	kW/ltr
	53.5
	

	Acceleration  
	0–100 km/h
	sec
	7.1(7.3)
	

	                              
	standing-start km
	sec
	27.2(27.6)
	

	80–120 km/h in 4th/5th gear
	sec
	5.4/6.7(–) 
	

	Top speed
	km/h
	245 (243)
	

	Fuel consump in the EU cycle 
	
	

	Urban
	ltr/100 km
	9.5(10.6)
	

	Extra-urban
	ltr/100 km
	5.5 (6.3)
	

	Composite
	ltr/100 km
	6.9 (7.8)
	

	CO2
	g/km
	184 (208)
	

	Miscellaneous
	
	

	Emission category
	
	EU3
	


Figures in brackets apply to cars with automatic transmission.


Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.


2May be increased under certain conditions. 
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11. エンジン性能曲線図
BMW 520i.
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BMW 530i.
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BMW 530d.
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12. インテリアおよびエクステリア寸法
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