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14.  The 2002 colour range.
	F models
	Colour
	Seat
	Side cover

	F 650 CS
	golden orange metallic
	dark blue
	white alluminium

	
	azur blue metallic
	sepia
	golden orange

	
	beluga blue non-metallic
	dark blue
	white alluminium

	F 650 GS
	red
	black or yellow
	

	
	mandarin
	black or yellow
	

	
	titanium blue metallic
	yellow or black
	

	
	deep black
	yellow or black
	

	F 650 GS Dakar
	desert blue/aura white
	black
	

	
	
	
	

	R models
	Colour
	Seat
	

	R 850 R
	graphite metallic
	navy blue or black
	

	
	pacific blue metallic
	black
	

	
	graphite metallic/

frost blue metallic
	black
	

	R 1150 R
	night black
	black or safran beige
	

	
	atlanta blue metallic
	safran beige or black
	

	
	red metallic
	black
	

	R 1150 GS
	night black
	trinidad red or black
	

	
	mandarin
	black
	

	
	graphitane metallic
	trinidad red or black
	

	
	pacific blue metallic/alpine white
	black
	

	R 1100 S
	marrakech red
	black
	

	
	frost blue metallic
	black
	

	
	phoenix grey metallic
	black
	

	
	titanium silver metallic/

mandarin
	black
	

	
	dakar yellow/night black
	black
	

	R 1200 C
	night black
	black or canyon brown
	

	
	Ivory
	navy blue, canyon brown
or black
	                          

	
	flashstone
	canyon brown or black
	

	
	tartan green metallic
	orange or black
	

	R 1200 C Avantgarde
	frost blue metallic
	black
	

	
	dust metallic
	black
	

	R 1200 C Independent
	Ivory/ 

peach metallic
	black
	

	
	mandarin/graphite metallic
	black
	

	R 1150 RS
	pacific blue metallic
	black
	

	
	dark blue metallic/frost blue metallic
	black
	

	
	titanium silver metallic
	black
	

	R 1150 RT
	aquamint metallic
	black
	

	
	titanium silver metallic
	black
	

	
	dark blue metallic
	black
	

	
	red metallic
	black
	

	
	
	
	

	K models
	Colour
	Seat
	

	K 1200 RS
	pacific blue metallilc
	black
	

	
	night black 
	black
	

	
	frost blue metallic/marrakech red
	black
	

	K 1200 LT
	mauve metallic
	black
	

	
	tuscany green metallic
	black
	

	
	titanium silver metallic with graphitane
	black
	


15.  Specifications and graphs.
Specifications BMW Motorcycles.

F 650 CS.
	
	
	F 650 CS
	F 650 CS

25 kW/34 bhp
	 
	

	Engine
	
	
	
	
	

	Cubic capacity
	cc
	652
	
	
	

	Bore/stroke
	mm
	100/83
	
	
	

	Max output
	kW/bhp
	37/50
	25/34
	 
	

	At
	rpm
	6800
	6500
	 
	

	Max torque
	Nm
	62
	50
	 
	

	At
	rpm
	5500
	3500
	 
	

	No of cylinders
	
	1
	
	
	

	Compression ratio/fuel grade
	
	11.5 :  1/regular
	
	
	

	Valve control
	
	DOHC
	
	
	

	Valves per cylinder
	
	4
	
	
	

	Intake/outlet dia
	mm
	36/31
	
	
	

	Fuel supply
	
	BMS
	
	
	

	
	
	
	
	
	

	Electronic system
	
	
	
	
	

	Alternator
	W
	400
	
	
	

	Battery
	V/Ah
	12/12
	
	
	

	Headlight
	W
	H 1/H 3 55/55
	
	
	

	Starter
	kW
	0.9
	
	
	

	
	
	
	
	
	

	Power trans/gearbox
	
	
	
	
	

	Gearbox
	
	
5-speed gearbox with dog-type shift
	

	Gear ratios
I
	
	2.75/2.93
	
	
	

	
II
	
	1.75/2.93
	
	
	

	
III
	
	1.31/2.93
	
	
	

	
IV
	
	1.05/2.93
	
	
	

	
V
	
	0.84/2.93
	
	
	

	
	
	
	

	Suspension
	
	
	

	Rear-wheel drive
	
	
O-ring chain 5/8 x ¼
	

	Clutch
	
	
Multi-plate clutch in oil bath
	

	Type of frame
	
	
Single-loop tubular frame
	

	Spring travel, front/rear
	mm
	125/120
	 
	
	

	Wheel castor
	mm
	186
	 
	
	

	Wheelbase
	mm
	1473
	 
	
	

	Steering assembly angle
	°
	62.1
	
	
	

	Brakes
	front
	
Single-disc brake, dia 300 mm
	

	
	rear
	
Single-disc brake, dia 240 mm 
	

	Wheels
	
	Wire spoke wheels
	 
	
	

	
	front
	3.0 x 17
	 
	
	

	
	rear
	4.5  x 17
	
	
	

	Tyres
	front
	110/70 ZR 17
	 
	
	

	
	rear
	160/60 ZR 17
	
	
	

	
	
	
	
	
	

	Dimensions and weights
	
	
	
	
	

	Length
	mm
	2142
	 
	
	

	Width with mirrors
	mm
	915
	
	
	

	Handlebar width
	mm
	824
	 
	
	

	Seat height
	mm
	780
	 
	
	

	Weight, unladen, with full fuel tank
	kg
	189
	 
	
	

	Max permissible weight
	kg
	370
	
	
	

	Fuel tank/reserve
	ltr
	15/4
	
	
	

	
	
	
	
	
	

	Performance
	
	
	
	
	

	Fuel consumption
	
	
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	3.0
	
	
	

	120 km/h (75 mph)
	ltr/100 km
	4.5
	
	
	

	Acceleration
	
	
	
	
	

	0 –100 km/h (62 mph)
	sec
	5.1
	7.4
	
	

	Standing – start km
	sec
	27.3
	32.0
	
	

	Top speed
	km/h
	175
	147
	
	


Specifications BMW Motorcycles.

F 650 GS, F 650 GS Dakar.
	
	
	


F 650 GS
	


F 650 GS Dakar
	F 650 GS 
25 kW/34 bhp/
F 650 GS Dakar
25 kW/34 bhp
	

	Engine
	
	
	
	
	

	Cubic capacity
	cc
	652
	
	
	

	Bore/stroke
	mm
	100/83
	
	
	

	Max output
	kW/bhp
	37/50
	
	25/34
	

	At
	rpm
	6500
	
	6000
	

	Max torque
	Nm
	60
	
	51
	

	At
	rpm
	5000
	
	3750
	

	No of cylinders
	
	1
	
	
	

	Compression ratio/fuel grade
	
	11.5 :  1/premium
	
	
	

	Valve control
	
	DOHC
	
	
	

	Valves per cylinder
	
	4
	
	
	

	Intake/outlet dia
	mm
	36/31
	
	
	

	Fuel supply
	
	BMS
	
	
	

	
	
	
	
	
	

	Electronic system
	
	
	
	
	

	Alternator
	W
	400
	
	
	

	Battery
	V/Ah
	12/12
	
	
	

	Headlight
	W
	H 4 55/60
	
	
	

	Starter
	kW
	0.9
	
	
	

	
	
	
	
	
	

	Power trans/gearbox
	
	
	
	
	

	Gearbox
	
	
5-speed gearbox with dog-type shift
	

	Gear ratios
I
	
	2.75/2.94
	
	
	

	
II
	
	1.75/2.94
	
	
	

	
III
	
	1.31/2.94
	
	
	

	
IV
	
	1.05/2.94
	
	
	

	
V
	
	0.88/2.94
	
	
	

	
	
	
	

	Suspension
	
	
	

	Rear-wheel drive
	
	
O-ring chain 5/8 x ¼
	

	Clutch
	
	
Multi-plate clutch in oil bath
	

	Type of frame
	
	
Single-loop tubular frame
	

	Spring travel, front/rear
	mm
	170/165
	210/210
	
	

	Wheel castor
	mm
	113
	123
	
	

	Wheelbase
	mm
	1479
	1489
	
	

	Steering assembly angle
	°
	60.8
	
	
	

	Brakes
	front
	
Single-disc brake, dia 300 mm
	

	
	rear
	
Single-disc brake, dia 240 mm 
	

	Wheels
	
	Wire spoke wheels
	Wire spoke wheels
	
	

	
	front
	2.5 x 19
	1.6 x 21
	
	

	
	rear
	3.00 x 17
	
	
	

	Tyres
	front
	100/90 – 19 57 S
	90/90 – 21 54 S
	
	

	
	rear
	130/80 – 17 65 S
	
	
	

	
	
	
	
	
	

	Dimensions and weights
	
	
	
	
	

	Length
	mm
	2175
	2189
	
	

	Width with mirrors
	mm
	910
	
	
	

	Handlebar width
	mm
	785
	901
	
	

	Seat height
	mm
	780
	870
	
	

	Weight, unladen, with full fuel tank
	kg
	193
	192
	
	

	Max permissible weight
	kg
	380
	
	
	

	Fuel tank/reserve
	ltr
	17.3/4.5
	
	
	

	
	
	
	
	
	

	Performance
	
	
	
	
	

	Fuel consumption
	
	
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	3.4
	
	
	

	120 km/h (75 mph)
	ltr/100 km
	5.0
	
	
	

	Acceleration
	
	
	
	
	

	0 –100 km/h (62 mph)
	sec
	5.9
	
	–
	

	Standing – start km
	sec
	26.8
	
	–
	

	Top speed
	km/h
	166
	
	145
	


Specifications BMW Motorcycles.

R 1150 R.

	
	
	R 1150 R

	

	Engine
	
	
	

	Cubic capacity
	cc
	1130
	

	Bore/stroke
	mm
	101/70.5
	

	Max output
	kW/bhp
	62.5/85
	

	At
	rpm
	6750
	

	Max torque
	Nm
	98
	

	At
	rpm
	5250
	

	Design
	
	Flat-twin
	

	No of cylinders
	
	2
	

	Compression ratio/fuel grade
	
	10..3/premium
	

	Valve control
	
	HC
	

	Valves per cylinder
	
	4
	

	Intake/outlet dia
	mm
	34/29
	

	Fuel supply
	
	Motronic MA 2.4
	

	
	
	
	

	Electronic system
	
	
	

	Alternator
	W
	700
	

	Battery
	V/Ah
	12/19
	

	Headlight
	W
	H 4
	

	Starter
	kW
	1.1
	

	
	
	
	

	Power trans/gearbox
	
	
	

	Gearbox
	
	
	

	Gear ratios
I
	
	2.045/2.82
	

	
II
	
	1.6/2.82
	

	
III
	
	1.267/2.82
	

	
IV
	
	1.038/2.82
	

	
V
	
	0.9/2.82
	

	                    VI
	
	0.8/2.82
	

	
	
	
	

	Suspension
	
	
	

	Rear-wheel drive
	
	
	

	Clutch
	
	

	Type of frame
	

	Spring travel front/rear
	mm
	120/135
	

	Wheel castor
	mm
	127
	

	Wheelbase
	mm
	1487
	

	Steering assembly angle
	°
	63
	

	Brakes
	front
	

	
	rear
	

	Wheels
	
	

	
	front
	3.50 x 17
	

	
	rear
	5,00 x 17
	

	Tyres
	front
	120/70 – ZR 17
	

	
	rear
	170/60 – ZR 17
	

	
	
	
	

	Dimensions and weights
	
	
	

	Length
	mm
	2170
	

	Width with mirrors
	mm
	970
	

	Handlebar width
	mm
	825
	

	Seat height
	mm
	800
	

	Weight, unladen, with full fuel tank
	kg
	238
	

	Max permissible weight
	kg
	450
	

	Fuel tank
	ltr
	20.4
	

	
	
	
	

	Performance
	
	
	

	Fuel consumption
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	4.8
	

	120 km/h (75 mph)
	ltr/100 km
	5.7
	

	Acceleration
	
	
	

	0 –100 km/h (62 mph)
	sec
	4.23
	

	Standing – start km
	sec
	24.86
	

	Top speed
	km/h
	197
	


Specifications BMW Motorcycles.

R 1150 GS, R 1100 S.

	
	
	R 1150 GS
	R 1100 S
	
	

	Engine
	
	
	
	
	

	Cubic capacity
	cc
	1130
	1085
	
	

	Bore/stroke
	mm
	101/70.5
	99/70.5
	
	

	Max output
	kW/bhp
	62.5/85
	72/98
	
	

	At
	rpm
	6750
	7500
	
	

	Max torque
	Nm
	98
	97
	
	

	At
	rpm
	5250
	5750
	
	

	Bauart
	
	Flat-twin
	Flat-twin
	
	

	No of cylinders
	
	2
	2
	
	

	Compression ratio/fuel grade
	
	10.3/premium
	11.3/premium
	
	

	Valve control
	
	HC
	HC
	
	

	Valves per cylinder
	
	4
	4
	
	

	Intake/outlet dia
	mm
	34/29
	34/29
	
	

	Fuel supply
	
	Motronic MA 2.4
	Motronic MA 2.4
	
	

	
	
	
	
	
	

	Electronic system
	
	
	
	
	

	Alternator
	W
	600
	600
	
	

	Battery
	V/Ah
	12/14
	12/15
	
	

	Headlight
	W
	H 1/H7
	H1/H 7/55
	
	

	Starter
	kW
	1.1
	1.1
	
	

	
	
	
	
	
	

	Power trans/gearbox
	
	
	
	
	

	Gearbox
	
	
	
	
	

	Gear ratios
I
	
	2.05/2.82
	2.05/2.75
	
	

	
II
	
	1.6/2.82
	1.6/2.75
	
	

	
III
	
	1.27/2.82
	1.27/2.75
	
	

	
IV
	
	1.04/2.82
	1.04/2.75
	
	

	
V
	
	0.9/2.82
	0.9/2.75
	
	

	
VI
	
	0.7/2.82
	0.8/2.75
	
	

	
	
	
	
	
	

	Suspension
	
	
	
	
	

	Rear-wheel drive
	
	
BMW Paralever              BMW Paralever
	

	Clutch
	
	
Single-plate dry clutch, dia 165 mm
	

	Type of frame
	
	
Tubular spaceframe, engine serving as loadbearing component
	

	Spring travel front/rear
	mm
	190/200
	110/130
	
	

	Wheel castor
	mm
	115
	100
	
	

	Wheelbase
	mm
	1509
	1478
	
	

	Steering assembly angle
	°
	64
	65
	
	

	Brakes
	front
	
                   Dual-disc brake

dia 305 mm                            dia 320 mm
	


	
	rear
	
Single-disc brake, dia 276 mm 
	
 

	Wheels
	
	Cross-spoke
	Light-alloy
	
	

	
	front
	2.5 x 19
	3.50 x 17
	
	

	
	rear
	4.0 x 17
	5.00 x 17
	
	

	Tyres
	front
	110/80  H 19 TL
	120/70 – ZR 17
	
	

	
	rear
	150/70 H 17 TL
	170/60 – ZR 17
	
	

	
	
	
	
	
	

	Dimensions and weights
	
	
	
	
	

	Length
	mm
	96
	2180
	
	

	Width with mirrors
	mm
	920
	880
	
	

	Width without mirrors
	mm
	903
	760
	
	

	Seat height
	mm
	840/860
	800
	
	

	Weight, unladen, with full fuel tank
	kg
	249
	229
	
	

	Max permissible weight
	kg
	460
	45
	
	

	Fuel tank
	Ltr
	22.1
	18
	
	

	
	
	
	
	
	

	Performance
	
	
	
	
	

	Fuel consumption
	
	
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	4.5
	4.3
	
	

	120 km/h (75 mph)
	ltr/100 km
	5.7
	5.2
	
	

	Acceleration
	
	
	
	
	

	0 –100 km/h (62 mph) (62 mph)
	sec
	4. 3
	4.0
	
	

	Standing – start km
	sec
	24.7
	22.8
	
	

	Top speed
	km/h
	195
	226
	
	


Specifications BMW Motorcycles.

R 1200 C.

	
	
	
	
	R 1200 C
	

	Engine
	
	
	 
	
	

	Cubic capacity
	cc
	
	
	1170
	

	Bore/stroke
	mm
	
	
	101/73
	

	Max output
	kW/bhp
	
	
	45/61
	

	At
	rpm
	
	
	5000
	

	Max torque
	Nm
	
	
	98
	

	At
	rpm
	
	
	3000
	

	Design
	
	
	
	Flat-twin
	

	No of cylinders
	
	
	
	
	

	Compression ratio/fuel grade
	
	
	
	10.0/premium
	

	Valve control
	
	
	
	HC
	

	Valves per cylinder
	
	
	
	4
	

	Intake/outlet dia
	mm
	
	
	34/29
	

	Fuel supply
	
	
	
	Motronic MA 2.4
	

	
	
	
	
	
	

	Electronic system
	
	
	
	
	

	Alternator
	W
	
	
	700
	

	Battery
	V/Ah
	
	
	12/19
	

	Headlight
	W
	
	
	H4 55/60
	

	Starter
	kW
	
	
	1.1
	

	
	
	
	
	
	

	Power trans/gearbox
	
	
	
	
	

	Gearbox
	
	
5-speed gearbox with dog-type shift
	

	Gear ratios
I
	
	
	
	2.05/2.54
	

	
II
	
	
	
	1.60/2.54
	

	
III
	
	
	
	1.27/2.54
	

	
IV
	
	
	
	1.04/2.54
	

	
V
	
	
	
	0.80/2.54
	

	
	
	
	
	
	

	Suspension
	
	
	
	
	

	Rear-wheel drive
	
	BMW Monolever 
	
	
	

	Clutch
	
	
Single-plate dry clutch, dia 165 mm
	

	Type of frame
	
	
Tubular spaceframe, engine serving as loadbearing component

	Spring travel front/rear
	mm
	
	
	144/100
	

	Wheel castor
	mm
	
	
	58
	

	Wheelbase
	mm
	
	
	1650
	

	Steering assembly angle
	°
	
	
	60.5
	

	Brakes
	front
	
Dual-disc brake, dia 305 mm
	

	
	rear
	
Single-disc brake, dia 285 mm 
	

	Wheels
	
	Cross-spoke1
	
	
	

	
	front
	
	
	2.5 x 18
	

	
	rear
	
	
	4.0 x 15
	

	Tyres
	front
	
	
	100/90 – ZR 18
	

	
	rear
	
	
	170/80- ZR 15
	

	
	
	
	
	
	

	Dimensions and weights
	
	
	
	
	

	Length
	mm
	
	
	2340
	

	Width with mirrors
	mm
	
	
	1050
	

	Handlebar width
	mm
	
	
	7752
	

	Seat height
	mm
	
	
	740
	

	Weight, unladen, with full fuel tank
	kg
	
	
	256
	

	Max permissible weight
	kg
	
	
	450
	

	Fuel tank
	ltr
	
	
	17.5
	

	
	
	
	
	
	

	Performance
	
	
	
	
	

	Fuel consumption
	
	
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	
	
	4.8
	

	120 km/h (75 mph)
	ltr/100 km
	
	
	5.9
	

	Acceleration
	
	
	
	
	

	0 –100 km/h (62 mph)
	sec
	
	
	5.8
	

	Standing – start km
	sec
	
	
	27.9
	

	Top speed
	km/h
	
	
	168
	


1
R 1200 C Independent aluminium wheels


2
R 1200 C Avantgarde 980 mm


R1200 C Independent 980 mm

Specifications BMW Motorcycles.

R 1150 RS, R 1150 RT.

	
	
	R 1100 RS
	R 1150 RT
	
	

	Engine
	
	
	 
	
	

	Cubic capacity
	cc
	1085
	1130
	
	

	Bore/stroke
	mm
	99/70.5
	101/70.5
	
	

	Max output
	kW/bhp
	66/90
	70/95
	
	

	at
	rpm
	7250
	7250
	
	

	Max torque
	Nm
	100
	100
	
	

	at
	rpm
	5500
	5500
	
	

	Design
	
	Flat-twin
	Flat-twin
	
	

	No of cylinders
	
	2
	2
	
	

	Compression ratio/fuel grade
	
	11.3/premium
	11.3/premium
	
	

	Valve control
	
	HC
	HC
	
	

	Valves per cylinder
	
	4
	4
	
	

	Intake/outlet dia
	mm
	34/29
	34/29
	
	

	Fuel supply
	
	Motronic MA 2.4
	Motronic MA 2.4
	
	

	
	
	
	
	
	

	Electronic system
	
	
	
	
	

	Alternator
	W
	700
	700
	
	

	Battery
	V/Ah
	12/19
	12/19
	
	

	Headlight
	W
	H 4 
	H 7/H 1/ 55
	
	

	Starter
	kW
	1.1
	1.1
	
	

	
	
	
	
	
	

	Power trans/gearbox
	
	
	
	
	

	Gearbox
	
	
	
	
	

	Gear ratios
I
	
	2.045/2.82
	2.045/2.91
	
	

	
II
	
	1.6/2.82
	1.6/2.91
	
	

	
III
	
	1.267/2.82
	1.267/2.91
	
	

	
IV
	
	1.038/2.82
	1.038/2.91
	
	

	
V
	
	0.9/2.82
	0.9/2.91
	
	

	                    VI
	
	
	0.697/2.91
	
	

	
	
	
	
	
	

	Suspension
	
	
	
	
	

	Rear-wheel drive
	
	BMW Paralever 
	BMW Paralever
	
	

	Clutch
	
	
Single-plate dry clutch, dia 165 mm
	

	Type of frame
	
	
Tubular spaceframe, engine serving as loadbearing component

	Spring travel front/rear
	mm
	120/135
	120/135
	
	

	Wheel castor
	mm
	111
	122
	
	

	Wheelbase
	mm
	1469
	1485
	
	

	Steering assembly angle
	°
	64.5
	62.9
	
	

	Brakes
	front
	
Dual-disc brake, dia 320 mm
	

	
	rear
	Single-disc brake

  dia 285 mm
	Single-disc brake
dia 276 mm
	
	

	Wheels
	
	Light-alloy
	Light-alloy
	
	

	
	front
	3.50 x 17
	3.50 x 17
	
	

	
	rear
	5.00 x 17
	5.00 x 17
	
	

	Tyres
	front
	120/70  ZR 17
	120/70  ZR 17
	
	

	
	rear
	160/60  ZR 18
	170/60  ZR 17
	
	

	
	
	Tubeless
	Tubeless
	
	

	
	
	
	
	
	

	Dimensions and weights
	
	
	
	
	

	Length
	mm
	2170
	2230
	
	

	Width with mirrors
	mm
	920
	898
	
	

	Handlebar width
	mm
	768
	898
	
	

	Seat height
	mm
	790/810/830
	805/825/845
	
	

	Weight, unladen, with full fuel tank
	kg
	248
	279
	
	

	Max permissible weight
	kg
	450
	495
	
	

	Fuel tank
	ltr
	23
	25.2
	
	

	
	
	
	
	
	

	Performance
	
	
	
	
	

	Fuel consumption
	
	
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	4.3
	4.7
	
	

	120 km/h (75 mph)
	ltr/100 km
	5.2
	5.6
	
	

	Acceleration
	
	
	
	
	

	0 –100 km/h (62 mph)
	sec
	4.1
	4.3
	
	

	Standing – start km
	sec
	23.3
	24.4
	
	

	Top speed
	km/h
	215
	200
	
	


Specifications BMW Motorcycles.

K 1200 RS, K 1200 LT.

	
	
	
K 1200 RS
	K 1200 RS
72 kW/98 bhp
	
K 1200 LT
	

	Engine
	
	
	
	
	

	Cubic capacity
	cc
	1171
	
	1171
	

	Bore/stroke
	mm
	70.5/75
	
	70.5/75
	

	Max output
	kW/bhp
	96/130
	72/98
	72/98
	

	at
	rpm
	8750
	7000
	6750
	

	Max torque
	Nm
	117
	118
	115
	

	at
	rpm
	6750
	5500
	4750
	

	Design
	
	In-line
	
	In-line
	

	No of cylinders
	
	4
	
	4
	

	Compression ratio/fuel grade
	
	11.5/premium
	
	10.8/premium
	

	Valve control
	
	DOHC
	
	DOHC
	

	Valves per cylinder
	
	4
	
	4
	

	Intake/outlet dia
	mm
	26.5/23
	
	26.5/23
	

	Fuel supply
	
	Motronic MA 2.4
	
	Motronic MA 2.4
	

	
	
	
	
	
	

	Electronic system
	
	
	
	
	

	Alternator
	W
	840
	
	840
	

	Battery
	V/Ah
	12/19
	
	12/19
	

	Headlight
	W
	H 7/55 W
	
	H 7/55 W
	

	
	
	H 3/55 W
	
	H 3/55 W
	

	Starter
	kW
	0.7
	
	0.7
	

	
	
	
	
	
	

	Power trans/gearbox
	
	
	
	
	

	Gearbox
	
	
	
	
	

	Gear ratios
I
	
	3.86/2.75
	
	2.05/2.62
	

	
II
	
	3.02/2.75
	
	1.60/2.62
	

	
III
	
	2.39/2.75
	
	1.27/2.62
	

	
IV
	
	1.96/2.75
	
	0.96/2.62
	

	
V
	
	1.70/2.75
	
	0.80/2.62
	

	
VI
	
	1.51/2.75
	
	–
	

	
	
	
	
	
	

	Suspension
	
	
	
	
	

	Rear-wheel drive
	
	BMW Paralever 
	
	
	

	Clutch
	
	Single-plate dry clutch

dia 165 mm
	Single-plate 
	

	
	
	
	dry clutch
	

	
	
	
	
	dia 180 mm
	

	Type of frame
	
	
Cast aluminium frame
	

	Spring travel front/rear
	mm
	115/150
	
	102/130
	

	Wheel castor
	mm
	124
	
	109
	

	Wheelbase
	mm
	1555
	
	1633
	

	Steering assembly angle
	°
	62.75
	
	63.18
	

	Brakes
	front
	
Dual-disc brake, dia 320 mm
	

	
	rear
	
Single-disc brake, dia 285 mm 
	

	Wheels
	
	Light-alloy
	
	Light-alloy
	

	
	front
	3.50 x 17 MTH 2
	
	3.50 x 17 MTH 2
	

	
	rear
	5.00 x 17 MTH 2
	
	5.00 x 17 MTH 2
	

	Tyres
	front
	120/70 – ZR 17
	
	120/70 – ZR 17
	

	
	rear
	170/60 – ZR 17
	
	160/70 – ZR 17
	

	
	
	
	
	
	

	Dimensions and weights
	
	
	
	
	

	Length
	mm
	2250
	
	2508
	

	Width with mirrors
	mm
	850
	
	1080
	

	Handlebar widthn
	mm
	680
	
	826
	

	Seat height
	mm
	770/800
	
	770/800
	

	Weight, unladen, with full fuel tank
	kg
	285
	
	378
	

	Max permissible weight
	kg
	500
	
	600
	

	Fuel tank
	ltr
	20.5
	
	23.4
	

	
	
	
	
	
	

	Performance
	
	
	
	
	

	Fuel consumption
	
	
	
	
	

	90 km/h (56 mph)
	ltr/100 km
	4.9
	
	4.3
	

	120 km/h (75 mph)
	ltr/100 km
	5.8
	
	5.7
	

	Acceleration
	
	
	
	
	

	0 –100 km/h (62 mph)
	sec
	3.7
	4.1
	5.6
	

	Standing – start km
	sec
	–
	–
	26.6
	

	Top speed
	km/h
	245
	225
	197
	


BMW F 650 CS.
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37 kW/50 bhp.
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BMW R 1150 RS.
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