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The new BMW 1 Series.
Description in Brief.
•
Introduction of a second variant of BMW’s highly successful Hatchback Saloon accounting for sales of more than 200,000 units in the compact segment, three-door model as the sporting addition to the five-door version, new rear-seat concept with two comfortable single seats, five-seater configuration available as a no-cost option.
•
Attractive modification of the car’s exterior design, more dynamic design of the headlights, air intake, BMW kidney grille, foglamps, front and rear 
air dams, rear lights and bumpers, all-round re-design of the interior with additional storage options, high-quality materials and modern colour variants.

•
Extension of BMW’s unique premium offer in the compact class, 
BMW 1 Series the only car in its segment with rear-wheel drive, combination of all functions typical of a car in this class with driving dynamics typical of BMW. 
•
Exceptionally wide range of comfort and safety fea​tures for the compact class, frontal airbags, side airbags, curtain head airbags for the passengers both front and rear, runflat tyres, Tyre Defect Indicator, Car/Key Memory, Condition Based Service featured as standard, bi-xenon headlights with daytime headlight function, Adaptive Headlights, optional Active Steer-
ing, unique choice of audio, communication and navi​gation options in the compact segment, AUX and USB interfaces for connecting external entertainment systems. 

•
Elaborate chassis and suspension with rear-wheel drive, aluminium double-joint tiebar axle at the front, five-arm lightweight steel axle 
at the rear, DSC Dynamic Stability Control, electrical power steering. 
•
Longest wheelbase in the compact class, luggage com​partment variable in size from 330–1,150 litres.
•
Engine variants on the three-door model:
BMW 130i: Straight-six petrol engine with double-VANOS and VALVETRONIC, capacity 2,996 cc, max output 195 kW, max torque 315 Nm, acceleration 0–100 km/h in 6.0 sec, top speed 250 km/h (electronically limited), average fuel consumption to the EU standard 9.2 litres/100 km.


BMW 120i: Straight-four petrol engine with double-VANOS and VALVETRONIC, capacity 1,995 cc, max output 115 kW, max torque 200 Nm, acceleration 0–100 km/h in 8.5 sec, top speed 215 km/h, average fuel consumption to the EU standard 7.9 litres/100 km.

BMW 118i: Straight-four petrol engine with double-VANOS and VALVETRONIC, capacity 1,995 cc, max output 100 kW, max torque 180 Nm, acceleration 0–100 km/h in 9.3 sec, top speed 208 km/h, average fuel consumption to the EU standard 7.4 litres/100 km.

•
Engine variants on the five-door model:
BMW 130i: Straight-six petrol engine with double-VANOS and VALVETRONIC, capacity 2,996 cc, max output 195 kW, max 
torque 315 Nm, acceleration 0–100 km/h in 6.1 sec, top speed 250 km/h (electronically limited), average fuel consumption to the EU standard 9.2 litres/100 km 

BMW 120i: Straight-four petrol engine with double-VANOS and VALVETRONIC, capacity 1,995 cc, max output 115 kW, max torque 200 Nm, acceleration 0–100 km/h in 8.6 sec, top speed 215 km/h, average fuel consumption to the EU standard 7.9 litres/100 km.


BMW 118i: Straight-four petrol engine with double-VANOS and VALVETRONIC, capacity 1,995 cc, max output 100 kW, max torque 180 Nm, acceleration 0–100 km/h in 9.4 sec, top speed 208 km/h, average fuel consumption to the EU standard 7.4 litres/100 km.

BMW 116i: Straight-four petrol engine with double-VANOS, capacity 1,596 cc, max output 85 kW, max torque 150 Nm, acceleration 0–100 km/h in 10.9 sec, top speed 200 km/h, average fuel consumption to the EU standard 7.5 litres/100 km.

BMW 120d: Straight-four diesel engine with common-rail injection and VNT turbocharger, capacity 1,995 cc, max output 125 kW, max torque 340 Nm, acceleration 0–100 km/h in 7.6 sec, top speed 228 km/h, average fuel consumption to the EU standard 5.5 litres/100 km.
 



Even more Reasons to Celebrate:
The new BMW 1 Series.

When BMW launched the original 1 Series in 2004, Sheer Driving Pleasure became a highlight of the compact class for the first time. Now this driving pleasure has been refined and enhanced even further, with the new BMW 1 Series boasting a revised diesel engine, significant modifications to the car’s exterior design and an attractive re-design of the interior. 
Significantly, the new BMW 1 Series is now available for the first time as a three-door model, featuring a sporting and elegant side-line and particularly agile driving characteristics. 

Accounting for sales of more than 200,000 units worldwide, the BMW 1 Series has already set the benchmark in the compact segment. With its engine at the front and power going – in typical BMW fashion - to the rear wheels, the BMW 1 Series offers maximum driving pleasure in this class. 
Still the first – and only – compact car with rear-wheel drive, the new three-door variant highlights the dynamic performance of this drive concept even more clearly and convincingly.

The body design of the new three-door model accentuates the long front end and clearly moves the car’s centre of gravity to the rear. The side view, in turn, is characterised by the long door with its frameless window and the single-unit side window at the rear. This dynamic design alone clearly underlines the sporting character of BMW’s new three-door model.

A clear expression of power: new highlights both front and rear.

Appropriate modifications both front and rear give the new BMW 1 Series 
an even more powerful and characteristic look. As a result, both the three- and five-door versions share the same impressive face with a re-designed and enlarged BMW kidney grille right in the middle. This distinctive look is accentuated by the newly contoured headlight surrounds in the bumper unit, darker surrounds on the lights, a wider air intake in the lower section of the front air dam, a more pronounced spoiler lip and a new trim bar. Finally, the foglamps, standard across the range, are in an even more striking design than before, with rectangular items replacing the round driving lights found on the previous model.
The dominance of horizontal lines gives the new BMW 1 Series a wider and more powerful appearance at the rear. A new, distinct contour line on the rear air dam continues the sill-lines at the side and once again takes up the distinctive shape of the front spoiler lip.

Rear lights with the same outer contours as before.

While the rear lights come with the same contours outside, the arrangement of the various sections inside the light units themselves has been modified, the reversing lights and direction indicators now separated from one another. A further point is that horizontal light bars have been integrated in the rear lights, featuring LEDs in combination with the optional bi-xenon headlights and thus offering a particularly homogeneous lighting effect.

On the “standard” version without this option, a similar effect is achieved by reflectors illuminated from behind. Indeed, benefiting from this design feature already to be admired on other BMW model series, the new BMW 1 Series now boasts an additional sign of distinction typical of the brand, becoming immediately recognisable as a BMW also in the dark.

As before, the BMW 1 Series is characterised by proportions quite unique in the compact segment, borne out in particular by the long front end and the passenger cell moved far to the rear. This sporting design concept comes out particularly clearly in the three-door version, this new model gaining particular attention wherever mobility is closely connected with spontaneity and Sheer Driving Pleasure. Indeed, the sweeping contours of the car, as seen from the side, are a symbol of particular temperament and dynamism on the road, the optional chrome band surrounding the stretched windows accentuating this impression to an even higher standard.

Top performer: six-cylinder power unit in the BMW 130i.

The range-topping 5-door BMW 130i remains in a class of its own in the compact segment with its straight-six power unit, complete with a composite magnesium/aluminium crankcase and VALVETRONIC technology, developing maximum output of 195 kW – the highest power output in the hot hatch category. However, this tremendous power unit also ensures that the top model of the three-door BMW 1 Series range is also a truly outstanding performer. 

On the road, this means absolutely excellent performance, with acceleration to 100 km/h in the three-door model in 6.0 seconds and 6.1 seconds in the five-door hatch, and a top speed limited electronically to 250 km/h. At the same time, the superior efficiency of this straight-six power unit ensures a standard of economy absolutely exemplary in this performance class, the BMW 130i consuming only 9.2 litres (three and five-door model)/100 kilometres in the EU test cycle. 

Three four-cylinder gasoline engines for 116i, 118i and 120i.
The four-cylinder power units in the new BMW 1 Series clearly showed their superiority in the previous model and have been carried over, albeit with revised power figures for the BMW 120i and BMW 118i. 

In the new BMW 120i, the 2.0-litre power unit develops maximum output of 115 kW (up from 110 kW on the previous model), accelerating this new model to 100 km/h in just 8.5 seconds (five-door version: 8.6 seconds) and giving both model variants a top speed of 215 km/h. Despite this impressive performance, the new engine consumes just 7.9 litres (both models)/100 kilometres in the EU test cycle. 
The new BMW 118i offers the same standard of impressive progress: Developing maximum output of 100 kW (the predecessor produced 95kW), the BMW 118i accelerates to 100 km/h in 9.3 seconds (five-door model: 9.4 seconds) and has a top speed in each case of 208 km/h. Fuel consumption in the EU test cycle is 7.4 litres for 100 kilometres on both models. 

The proven 1.6-litre power unit with external mixture formation and double-VANOS remains in the range as the entry-level engine in the five-door model only. Maximum output in this case is 85 kW, providing acceleration to 100 km/h in 10.9 seconds and a top speed of 200 km/h, with fuel consumption under the EU standard of 7.5 litres/100 kilometres
Light, powerful, efficient: a revised four-cylinder diesel engine. 

BMW’s four-cylinder diesel engine is entering a new generation – and the new BMW 1 Series is the first model to benefit from the increase in power and reduction in fuel consumption ensured in this way. These improvements result, inter alia, from modifications on the combustion chambers, in the 
air guidance system, the turbocharger with variable turbine geometry, and common-rail fuel injection. The aluminium crankcase, in turn, helps to significantly reduce the overall weight of the engine. Displacing 2.0 litres, 
the new four-cylinder diesel significantly outperform the already impressive outgoing model.

In the BMW 120d, available in South Africa as a five-door model only, the four-cylinder diesel develops maximum output of 125 kW and peak torque of 340 Nm. This increase in power and torque by 10 kW and 10 Nm respectively, ensures acceleration to 100 km/h in 7.6 seconds and is good for a top speed of 228 km/h. By contrast, average fuel consumption under the EU standard is down to 5.5 litres for 100 kilometres.

Driving pleasure in six gears: manual or automatic.

The new BMW 1 Series comes as standard in all cases with a six-speed manual gearbox. As an option, both the BMW 130i with its six-cylinder power unit and the new four-cylinder models are available with six-speed automatic transmission including a Steptronic function. 

BMW’s current version of this automatic transmission comes with new torque converter technology incorporating an integrated torsion damper. Short reaction and gearshift times, as well as the direct connection of the transmission to the engine, ensure a sporting style of motoring in the new BMW 1 Series also in the automatic mode. If he wishes the driver can even intervene manually in the selection of gears via the gear selector lever, and on the BMW 130i (both three- and five-door) the driver is able to shift gears by means of paddles on the steering wheel.

The new BMW 1 Series is the only car in its segment available as an option with Active Steering: Available to drivers of the BMW 130i (three- and five-door) and BMW 120d, Active Steering varies the transmission of steering forces to the front wheels as a function of the car’s current speed on the road. So when parking and manoeuvring at low speeds, all the driver has to do is move the steering wheel slightly to change direction appropriately, while at high speeds the BMW 1 Series remains even more consistently and steadfastly on track.

With its exceptionally strong and stiff body structure plus intelligently interacting components protecting the occupants, the BMW 1 Series offers a level of all-round safety quite unique in the compact segment. The use of high-strength steel and an elaborately conceived system of longitudinal arms and crosswise reinforcements serves to absorb and divert a maximum level of impact energy in all conceivable accidents and collisions, maintaining the full stability of the passenger cell in the process.

Three-point inertia-reel seat belts and headrests on all seats, belt latch tensioners and belt force limiters at the front, frontal airbags activated in two stages, side airbags integrated in the front seat backrests, as well as curtain head airbags protecting both the occupants at the front and the passengers at the rear, round off the impressive range of safety features.

Now even more effective: DSC Dynamic Stability Control.

Apart from precise steering and the highly effective brake system, BMW’s DSC Dynamic Stability Control optimised in its efficiency and exact management is the central element ensuring a superior level of active safety of the road. 
Over and above ABS anti-lock brakes and fully integrated ASC Automatic Stability Control preventing the drive wheels from spinning when setting off, DSC also provides a stabilising function in fast and dynamic bends: Applying the brakes as required on specific wheels or reducing engine power where appropriate, the system sets off even the slightest tendency to over- or under-steer. And whenever the driver needs utmost stopping power, the Brake Assistant maximises brake pressure. 

CBC Cornering Brake Control, in turn, prevents the car from spinning when applying the brakes lightly in a bend, while DTC Dynamic Traction Control increases the system’s slip threshold whenever necessary. 

In the BMW 130i, DSC also offers automatic Brake Pressure Compensation for extremely high temperatures, preventing any fading on the brakes even under dynamic motoring conditions. Further features are the Start-Off Assistant and a Dry Braking function. 

Pre-loading the brake pads in situations indicating the need for enhanced stopping power, in turn, enhances brake standby. And in conjunction with Active Steering, DSC is also able to provide an appropriate counter-steering effect whenever the driver applies the brakes on roads with a varying frictional coefficient, ensuring additional stability in the process.

New lights technology for better visibility and a striking look.

In combination with the optional xenon headlights, the new BMW 1 Series comes with a daytime driving lights function provided by corona rings in the dual round headlights. Yet another feature available in the new BMW 1 Series is Adaptive Headlights, and a technology quite unique in this segment is the Bending Lights function changing the direction of the light beams according to the position of the steering at speeds of less than 40 km/h, thus reliably illuminating the road ahead in the same way as BMW’s Adaptive Headlights.

Premium ambience in the compact segment.

Offering features and amenities previously only available in higher segments 
of the market, the BMW 1 Series proves its outstanding premium character 
in terms of both safety and motoring comfort. The iDrive control concept, in combination with the optional navigation system, allows easy, efficient, convenient and ergonomically ideal management of all secondary and comfort functions, and may even be supplemented by a voice entry function as an option.

The audio systems available in the new BMW 1 Series are also among the most sophisticated in the compact segment. A wide range of choice in entertainment is provided, for example, by the AUX plug featured as standard, enabling the driver or passengers to integrate an external MP3 player into the audio system.

The re-designed interior combines a dynamic and modern look with a superior touch of straightforward quality and sophistication. Far-reaching, horizontal lines dominate the interior look of the new BMW 1 Series. The lower section of the instrument panel and door linings has been consistently upgraded to an even higher standard, the controls and instruments on 
the centre console are arranged in exactly the right harmonious configuration. The door panels between the shoulder-line and armrest come in a new, sweeping design and are now finished in the same material as the centre sections on the seats.

The new grain pattern on the surfaces made of a special synthetic material conveys a superior impression of quality you can really see and feel. Galvanised surfaces highlight the newly designed door openers, the adjusters on the air vents, the touch bar on the ashtray cover, the dial surrounds in 
the cockpit, the ornamental surround on the Start/Stop button, as well as the rotary knobs for the automatic air conditioning and radio.

Electrically operated window lifts on all doors are standard in the new 
BMW 1 Series. The map pockets integrated in the door linings as well as the glove compartment, through their smoothly rounded shape, harmonise perfectly with the lines of the interior and now also provide more space than before. A further practical feature within the interior is the luggage partition 
net fitting in place on the roof lining behind the front seats as soon as the driver or passengers move down the rear seat bench.

The three-door version of the BMW 1 Series is conceived as a four-seater with an additional storage box between the two individual seats. As a no-cost option, the three-door BMW 1 Series may however also be configured as a five-seater. 

Dynamic, Superior, Exciting: 

M Sports Package now available across the range
Featuring an extremely aggressive body kit and interior and suspension changes developed by BMW M, the M Sports Package appeals to customers wishing to further refine the sporting and agile philosophy of the new BMW 1 Series, while underlining the dy​nam​ic qualities of the car in visual terms, too.
In conjunction with M double-spoke light-alloy wheels measuring 17 (standard) or 18 inches (optional), as well as different-sized tyres front and rear, the specially tuned M Sports Suspension ensures optimum contact with the road and perfect grip at all times. The powerful look of the car is highlighted visually by the M Aero​dy​namics Package comprising front and rear air dams as well as side-sills finished in body colour.
Inside, sports seats, BMW Individual roof lining in Anthra​cite, a leather steering wheel, a footrest and door entry sills in BMW M Design, as well as special aluminium interior trim strips clearly bear tes​ti​mony to the outstanding sportiness and dynamism of the BMW 1 Series fitted with the M Sports Package.

Top-quality soft nappa leather on the handbrake lever and the extra-short gearshift lever, ensuring an even faster and more precise gear​shift, again underline the supreme standard of visible and tangible quality of all materials inside the car.

Summing up all these qualities, it is fair to say that the new BMW 1 Series 
has retained its character and at the same time offers even more style and class than before. The new three-door body variant, in turn, adds a particularly sporting and dynamic model to the range, bringing fresh wind into the compact segment. Refined design, more class and style within the interior, enhanced driving dynamics, and superior efficiency within the engine compartment – these are the innovations through which the BMW 1 Series now offers an even higher standard of Sheer Driving Pleasure.

Exclusive production in the BMW Leipzig plant.

The new three-door BMW 1 Series is exclusively manufactured in the 
BMW Leipzig plant. Just two years after the inauguration of the new plant 
and the successful commencement of mass production of the BMW 3 Series Saloon, the plant in Leipzig – like almost all BMW vehicle plants – is producing a second model. From the outset, the site was designed so that new models can be integrated without interrupting ongoing production. 
The Leipzig plant demonstrates this impressively with the present start of the new BMW 1 Series: The preparations for starting the new model in the bodywork construction shop, in the paint shop and the necessary expansion measures in assembly were carried out during running operation. BMW 3 Series and BMW 1 Series are now manufactured according to customer wishes in any sequence on a single assembly line. This means the flexible production capacities can be optimally utilized according to market demand.

Pricing.

BMW 118i Manual (three-door)


R223 000
BMW 120i Manual (three-door)


R239 000
BMW 130i Manual (three-door)


R300 500
BMW 116i (Manual only)



R216 500
BMW 118i Manual 




R228 000
BMW 120i Manual 




R244 000
BMW 120i Manual 




R266 000
BMW 130i Manual 




R305 500
6-speed Automatic Gearbox with Steptronic

R14 500
Exclusive Package from



R14 800 

M Sports Package from



R24 300
Specifications BMW 1 Series three-door.

118i, 120i, 130i.

	Body
	
	118i
	120i
	130i
	

	No. of doors/seats
	
	3/4
	3/4
	3/4
	

	Length/width/height (unladen)
	mm
	4,239/1,748/1,421
	4,239/1,748/1,421
	4,239/1,748/1,421
	

	Wheelbase
	mm
	2,660
	2,660
	2,660
	

	Track, front/rear
	mm
	1,484/1,497
	1,480/1,493
	1,474/1,487
	

	Ground clearance
	mm
	145
	145
	145
	

	Turning circle
	m
	10.7
	10.7
	10.7
	

	Tank capacity
	approx. ltr
	53
	53
	53
	

	Cooling system incl. heater
	ltr
	7.3 (7.9)
	7.3 (7.9)
	8.2 (8.5)
	

	Engine oil
	ltr
	4.25
	4.25
	6.5
	

	Transmission fluid
	ltr
	Lifetime
	Lifetime
	Lifetime
	

	Final drive fluid
	ltr
	Lifetime
	Lifetime
	Lifetime
	

	Weight, unladen, to EU standard 1
	kg
	1,340 (1,365)
	1,365 (1,385)
	1,400 (1,475)
	

	Max. load to DIN standard
	kg
	500
	500
	500
	

	Max. permissible to DIN standard
	kg
	1,765 (1,790)
	1,790 (1,810)
	1,875 (1,900)
	

	Max. axle load, front/rear
	kg
	855/1,020
	875/1,020
	920/1,045
	

	Max. trailer load 2
	
	
	
	
	

	braked (12%)/unbraked
	kg
	1,200/650
	1,200/665
	1,200/680
	

	Max. roofload/max. trailer downl.
	kg
	75/75
	75/75
	75/75
	

	Lug. comp. cap. DIN 70020
	ltr
	330–1,150
	330–1,150
	330–1,150
	

	Air drag
	cd x A
	0.30 x 2.09
	0.30 x 2.09
	0.32 x 2. 09
	

	Power unit
	
	
	
	
	

	Config/No. of cyls/valves 
	
	R/4/4
	R/4/4
	R/6/4
	

	Fuel supply
	
	MEV 90.2
	MEV 90.2
	MSV 80.2
	

	Capacity, effective
	cc
	1,995
	1,995
	2,996
	

	Stroke/bore
	mm
	90/84
	90/84
	88.0/85.0
	

	Compression ratio
	:1
	12.0
	12.0
	10.7
	

	Fuel grade
	
	RON 91–98
	RON 91​–98
	RON 91–98
	

	Max. output
	kW
	100
	115
	195
	

	At
	rpm
	6,000
	6,700
	6,650
	

	Max. torque
	Nm
	180
	200
	315
	

	At
	rpm
	4,500
	4,250
	2,750
	

	Electrical system
	
	
	
	
	

	Battery/installation
	Ah/–
	70/Lug. comp.
	70/Lug. comp.
	70/Lug. comp.
	

	Alternator
	A/W
	180/2,520
	180 / 2,520
	180/2,520
	

	Chassis 
	
	
	
	
	

	Suspension, front
	
	Double-joint tiebar spring strut axle, aluminium
	

	Suspension, rear
	
	Five-arm axle, lightweight steel
	

	Brakes, front
	
	Single-piston swing-calliper disc brakes
	

	Diameter
	mm
	Vented/292 x 22
	Vented/300 x 24
	Vented/330 x 24
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes
	

	Diameter
	mm
	296 x 10.5
	296 x 10.5
	Vented/300 x 20
	

	Driving stability systems
	
	ABS, CBC, ASC, DSC, DTC, DBC
	

	Steering
	
	Hydraulic rack-and-pinion steering; 3.0 turns lock-to-lock
	

	Steering trans ratio, overall
	:1
	16.0
	16.0
	16.0
	

	Gearbox
	
	Six-speed manual gearbox (optional six-speed automatic transmission)
	

	Gear ratios
1st
	:1
	4.323(4.171)
	4.323 (4.171)
	4.350 (4.065)
	

	                  
2nd
	:1
	2.456 (2.340)
	2.456 (2.340)
	2.496 (2.371)
	

	                  
3rd
	:1
	1.659 (1.521)
	1.659 (1.521)
	1.665 (1.551)
	

	                  
4th
	:1
	1.230 (1.143)
	1.230 (1.143)
	1.230 (1.157)
	

	                  
5th
	:1
	1.000 (0.867)
	1.000 (0.867)
	1.000 (0.853)
	

	                  
6th
	:1
	0.848 (0.691)
	0.848 (0.691)
	0.851 (0.674)
	

	                  
Rev
	:1
	3.938 (3.40)
	3.938 (3.403)
	3.926 (3.200)
	

	Final drive ratio
	:1
	3.38 (3.91)
	3.73 (3.91)
	3.46 (3.64)
	

	Tyres 
	
	Runflat 195/55 R16
	Runflat 205/55 R16
	Runflat 205/50 R17
	

	Rims 
	
	6.5J x 16 steel
	7J x 16 steel
	7J x 17 light-alloy
	

	Performance
	
	
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	12.7 (12.9)
	11.3 (11.5)
	6.8 (7.0)
	

	Output per litre
	kW
	50.1
	57.6
	65.1
	

	Acceleration  0–100 km/h
	sec
	9.3 (10.0)


	8.5 (9.1)

(
	6.0 (6.2)


	

	Standing-start km
	sec
	30.7 (31.3)
	29.5 (30.2)
	25.4 (25.5)
	

	80–120 km/h in 4th gear
	sec
	9.5
	8.1
	5.6
	

	Top speed
	km/h
	208 (204)
	215 (213)
	250
	

	Fuel consumption in EU cycle
	
	
	
	
	

	Urban
	ltr/100 km
	10.4 (10.7)
	11.1 (10.8)
	13.6
	

	Extra-urban
	ltr/100 km
	5.6 (5.8)
	6.0 (5.7)
	6.6
	

	Composite
	ltr/100 km
	7.4 (7.6)
	7.9 (7.6)
	9.2
	

	CO2
	g/km
	177 (182)
	189 (182)
	220
	

	Miscellaneous
	
	
	
	
	

	Emission category
	
	EU 3
	EU 3
	EU 3
	


Figures in brackets apply to models with automatic transmission


 Weight of car in road trim (DIN) plus 75 kg for driver and luggage



2 May be increased under certain conditions

Specifications BMW 1 Series.
116i, 118i, 120i,130i.

	Body
	
	116i
	118i
	120i
	130i



	No. of doors/seats
	
	5/5
	5/5
	5/5
	5/5

	Length/width/height (unladen)
	mm
	4,227/1,751/1,430
	4,239/1,748/1,421
	4,239/1,748/1,421
	4,239/1,748/1,421

	Wheelbase
	mm
	2,660
	2,660
	2,660
	2,660

	Track, front/rear
	mm
	1,484 / 1,497
	1,484/1,497
	1,480/1,493
	1,474/1,487

	Ground clearance
	mm
	145
	145
	145
	145

	Turning circle
	m
	10.7
	10.7
	10.7
	10.7

	Tank capacity
	approx. ltr
	50
	53
	53
	53

	Cooling system incl. heater
	ltr
	7.0
	7.3 (7.9)
	7.3 (7.9)
	8.2 (8.5)

	Engine oil
	ltr
	4.25
	4.25
	4.25
	6.5

	Transmission fluid
	ltr
	Lifetime
	Lifetime
	Lifetime
	Lifetime

	Final drive fluid
	ltr
	Lifetime
	Lifetime
	Lifetime
	Lifetime

	Weight, unladen, to EU standard1
	kg
	1,280
	1,350 (1,375)
	1,375 (1,395)
	1,460 (1,485)

	Max. load to DIN standard
	kg
	500
	500
	500
	500

	Max. permissible to DIN standard
	kg
	1,705
	1,775 (1,800)
	1,800 (1,820)
	1,885 (1,910)

	Max. axle load, front/rear
	kg
	805/975
	855/1,020
	875/1,020
	920/1,045

	Max. trailer load2
	
	
	
	
	

	braked (12%)/unbraked
	kg
	1,200/635
	1,200/650
	1,200/665
	1200/680

	Max. roofload/max. trailer downownl.
	kg
	75/75
	75/75
	75/75
	75/75

	Lug. comp. cap. DIN70020
	ltr
	330–1,150
	330–1,150
	330–1,150
	330–1,150

	Air drag
	cd x A
	0.29 x 2.09
	0.30 x 2.09
	0.30 x 2.09
	0.32 x 2. 09

	Power unit
	
	
	
	
	

	Config/No. of cyls/valves 
	
	R/4/4
	R/4/4
	R/4/4
	R/6/4

	Fuel supply
	
	Intake manifold inj
	MEV 90.2
	MEV 90.2
	MSV 80.2

	Capacity, effective
	cc
	1,596
	1,995
	1,995
	2,996

	Stroke/bore
	mm
	72.0/84.0
	90/84
	90/84
	88.0/85.0

	Compression ratio
	:1
	10.2
	12.0
	12.0
	10.7

	Fuel grade
	
	ROZ 91–98
	ROZ 91–98
	ROZ 91–98
	ROZ 91–98

	Max. output
	kW
	85
	100
	115
	195 (265)

	At
	Rpm
	6,000
	6,000
	6,700
	6,650

	Max. torque
	Nm
	150
	180
	200
	315/232

	At
	rpm
	4,300
	4,500
	4,250
	2,750

	Electrical system
	
	
	
	
	

	Battery/installation
	Ah/–
	46/Lug. comp.
	70/Lug. comp.
	70/Lug. comp.
	70/Lug. comp.

	Alternator
	A/W
	110 / 1540
	180/2,520
	180/2,520
	180/2,520

	Chassis 
	
	
	
	
	

	Suspension, front
	
	Double-joint tiebar spring strut axle, aluminium

	Suspension, rear
	
	Five-arm axle, lightweight steel

	Brakes, front
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	Vented/284 x 22
	Vented/292 x 22
	Vented/300 x 24
	Vented/330 x 24

	Brakes, rear
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	280 x 10
	296 x 10.5
	296 x 10.5
	Vented/300 x 20

	Driving stability systems
	
	ABS, CBC, ASC, DSC, DTC, DBC

	Steering
	
	Hydraulic rack-and-pinion steering;  3.0 turns lock-to-lock

	Steering trans ratio, overall
	:1
	14.25
	16.0
	16.0
	16.0

	Gearbox
	
	Six-speed manual gearbox (optional six-speed automatic transmission)

	Gear ratios
1st
	:1
	4.230
	4.323(4.171)
	4.323 (4.171)
	4.350 (4.065)

	
2nd
	:1
	2.519
	2.456 (2.340)
	2.456 (2.340)
	2.496 (2.371)

	
3rd
	:1
	1.665
	1.659 (1.521)
	1.659 (1.521)
	1.665 (1.551)

	
4th
	:1
	1.222


	1.230 (1.143)
	1.230 (1.143)
	1.230 (1.157)

	
5th
	:1
	1.000
	1.000 (0.867)
	1.000 (0.867)
	1.000 (0.853)

	
6th
	:1
	
	0.848 (0.691)
	0.848 (0.691)
	0.851 (0.674)

	
Rev
	:1
	4.040
	3.938 (3.40)
	3.938 (3.403)
	3.926 (3.200)

	Final drive ratio
	:1
	3.64
	3.38 (3.91)
	3.73 (3.91)
	3.46 (3.64)

	Tyres 
	
	Runflat 195/55 R16
	Runflat 195/55 R16
	Runflat 205/55 R16
	Runflat 205/50 R17

	Rims 
	
	6.5J x 16 steel
	6.5J x 16 steel
	7J x 16 steel
	7J x 17 light-alloy

	Performance
	
	
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	14.2
	12.8 (13.0)
	11.3 (11.5)
	7.1 (7.3)

	Output per litre
	kW
	53.3
	50.1
	57.6
	65.1

	Acceleration  0–100 km/h
	sec
	10.8
	9.3 (10.0)


	8.5 (9.1)

(
	6.1 (6.3)



	Standing-start km
	sec
	31.9
	30.7 (31.3)
	29.5 (30.2)
	25.5 (25.6)

	80–120 km/h in 4th gear
	sec
	10.7
	9.5
	8.1
	5.7

	Top speed
	km/h
	200
	208 (204)
	215 (213)
	250

	Fuel consumption in EU cycle
	
	
	
	
	

	Urban
	ltr/100 km
	10.5
	10.4 (10.7)
	11.1 (10.8)
	13.6

	Extra-urban
	ltr/100 km
	5.8
	5.6 (5.8)
	6.0 (5.7)
	6.6

	Composite
	ltr/100 km
	7.5
	7.4 (7.6)
	7.9 (7.6)
	9.2

	CO2
	g/km
	179
	177 (182)
	189 (182)
	220

	Miscellaneous
	
	
	
	
	

	Emission category
	
	EU 3
	EU 3
	EU 3
	EU 3


Figures in brackets apply to models with automatic transmission


 Weight of car in road trim (DIN) plus 75 kg for driver and luggage



2 May be increased under certain conditions

Specifications BMW 1 Series.
120d.

	Body
	
	120d
	

	No. of doors/seats
	
	5/5
	

	Length/width/height (unladen)
	mm
	4,239/1,748/1,421
	

	Wheelbase
	mm
	2,660
	

	Track, front/rear
	mm
	1,480/1,493
	

	Ground clearance
	mm
	145
	

	Turning circle
	m
	10.7
	

	Tank capacity
	approx. ltr
	51
	

	Cooling system incl. heater
	l
	7.2 (7.5)
	

	Engine oil
	l
	5.5
	

	Transmission fluid
	l
	Lifetime
	

	Final drive fluid
	l
	Lifetime
	

	Weight, unladen, to EU standard 1
	kg
	1,450 (1,455)
	

	Max. load to DIN standard
	kg
	500
	

	Max. permissible to DIN standard
	kg
	1,875 (1,880)
	

	Max. axle load, front/rear
	kg
	905/1,050
	

	Max. trailer load 2
	
	
	

	braked (12%)/unbraked
	kg
	1,200/705
	

	Max. roofload/max. trailer downl.
	kg
	75/75
	

	Lug comp cap DIN70020
	l
	330–1,150
	

	Air drag
	cd x A
	0.30 x 2.09
	

	Power Unit
	
	
	

	Config/No of cyls/valves 
	
	Straight/4/4
	

	Fuel supply
	
	DDE 70
	

	Capacity, effective
	cc
	1,995
	

	Stroke/bore
	mm
	90/84
	

	Compression ratio
	:1
	16.0
	

	Fuel grade
	
	Diesel
	

	Max output
	kW
	125
	

	At
	Rpm
	4,000
	

	Max torque
	Nm
	340
	

	At
	rpm
	2,000
	

	Electrical System
	
	
	

	Battery/installation
	Ah/–
	80/Lug comp
	

	Alternator
	A/W
	180/2,520
	

	Chassis 
	
	
	

	Suspension, front
	
	Double-joint tiebar spring strut axle, aluminium
	

	Suspension, rear
	
	Five-arm axle, lightweight steel
	

	Brakes, front
	
	Single-piston swing-calliper disc brakes
	

	Diameter
	mm
	Vented/300 x 24
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes
	

	Diameter
	mm
	Vented/300 x 20
	

	Driving stability systems
	
	ABS, CBC, ASC, DSC, DTC, DBC
	

	Steering
	
	Hydraulic rack-and-pinion steering;  3.0 turns lock-to-lock
	

	Steering trans ratio, overall
	:1
	16.0
	

	Gearbox
	
	Six-speed manual gearbox (optional six-speed automatic transmission)
	

	Gear ratios 
1st
	:1
	5.140 (4.171)
	

	                 
2nd
	:1
	2.830 (2.340)
	

	
3rd
	:1
	1.804 (1.521)
	

	
4th
	:1
	1.257 (1.143)
	

	
5th
	:1
	1.000 (0.867)
	

	
6th
	:1
	0.831 (0.691)
	

	
Rev
	:1
	4.638 (3.403)
	

	Final drive ratio
	:1
	2.56 (3.15)
	

	Tyres 
	
	Runflat 205/55 R16
	

	Rims 
	
	7J x 16 steel
	

	Performance
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	11
	

	Output per litre
	kW
	62.7
	

	Acceleration  0–100 km/h
	sec
	7.6 (7.8)
	

	Standing-start km
	sec
	28.2 (28.1)
	

	80–120 km/h in 4th gear
	sec
	6.4
	

	Top speed
	km/h
	228 (226)
	

	Fuel Consumption in EU Cycle
	
	
	

	Urban
	ltr/100 km
	6.9 (8.0)
	

	Extra-urban
	ltr/100 km
	4.7 (5.1)
	

	Composite
	ltr/100 km
	5.5 (6.0)
	

	CO2
	g/km
	147 (162)
	

	Miscellaneous
	
	
	

	Emission category
	
	EU 3
	


Figures in brackets apply to models with automatic transmission


 Weight of car in road trim (DIN) plus 75 kg for driver and luggage



2 May be increased under certain conditions





































