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Specifications
BMW 130i
	Body

d

/ s
	
	      130i
	
	
	

	No of doors/seats
	
	5/5
	
	
	

	Length/width/height (unladen)
	mm
	4,227/1,751/1,430
	
	
	

	Wheelbase
	mm
	2,660
	
	
	

	Track, front/rear


	mm
	1,474/1,487
	
	
	

	Turning circle
	m
	10.7
	
	
	

	Tank capacity
	approx ltr
	53
	
	
	

	Cooling system incl heating
	ltr
	8.2
	
	
	

	Engine oil


	ltr
	6.5
	
	
	

	Transmission/final drive
	
	Lifetime
	
	
	

	Weight, unladen, to EU
	kg
	1,450 
	
	
	

	Max load to DIN
	kg
	500
	
	
	

	Max permissible weight to DIN
	kg
	1,875 
	
	
	

	Max axle load, front/rear
	kg
	910/1,035
	
	
	

	Max trailer load1
	
	
	
	
	

	braked (12%)/unbraked


	kg
	1,200/650
	
	
	

	Max roofload/max towbar download
	kg
	75/75
	
	
	

	Lugagge comp cap to DIN70020
	ltr
	330–1,150
	
	
	

	Air drag 
	Cx x A
	0.32 x 2.09
	
	
	

	Engine
	
	
	
	
	

	Design/No of cyls/valves


	
	Inline/6/4
	
	
	

	Capacity, effective
	cc
	2,996
	
	
	

	Stroke/bore
	mm
	88.0/85.0
	
	
	

	Compression ratio


	:1
	10.7 
	
	
	

	Fuel grade2
	
	RON 91–100
	
	
	

	Max output
	kW/bhp
	195/265
	
	
	

	at
	rpm
	6,600
	
	
	

	Max torque
	Nm/lb-ft
	315/232
	
	
	

	at
	rpm
	2,500-4,000
	
	
	

	Electrical System
	
	
	
	
	

	Battery/installation
	Ah/–
	70/luggage comp.
	
	
	

	Alternator
	A/W
	155/2,170
	
	
	

	Chassis and Suspension
	
	
	
	
	

	Suspension, front
	
	Double-joint tiebar spring strut axle, aluminium

	Suspension, rear
	
	Five-arm axle, lightweight steel

	Brakes, front
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	Vented/330 x 24
	
	
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	Vented/300 x 20
	
	
	

	Driving stability systems
	
	DSC with traction aid (ASC), emergency braking aid (DBC), 
sports mode (DTC); Cornering Brake Control (CBC), electrical brake force distribution (EBFD) and differential lock

	Steering


	
	Hydraulic rack-and-pinion steering; 3.1 turns from lock to lock; 

	

	
	
	optional Active Steering with variable transmission ratios

	Overall steering transmission ratio
	:1
	16.0
	
	
	

	Gearbox
	
	Manual six-speed gearbox

	Ratios gears 1–3 

  
	:1
	  4.350  2.496   1.665
	
	
	

	Ratios gears 4–6
	:1
	  1.230  1.000   0.851
	
	
	

	Gear ratio reverse
	:1
	3.926
	
	
	

	Gear ratio final drive
	:1
	3.23


	
	
	

	Tyres
	
	    Runflat 205/50 R17
	
	
	

	Rims 
	
	7J x 17 aluminium
	
	
	

	Performance
	
	
	
	
	

	Power-to-weight ratio to DIN
	kg/kW
	7.1
	
	
	

	Output per litre
	kW/ltr
	65.1
	
	
	

	Acceleration      0–100km/h
	sec
	6.1
	
	
	

	                          standing-start km
	sec
	25.9
	
	
	

	80–120 km/h in 4th gear
	sec
	5.8
	
	
	

	Top speed
	km/h
	250
	
	
	

	Fuel consumption, EU cycle
	
	
	
	
	

	Urban
	ltr/100 km
	13.7
	
	
	

	Extra-urban
	ltr/100 km
	6.6
	
	
	

	Composite
	ltr/100 km
	9.2
	
	
	

	CO2
	g/km
	221
	
	
	

	Miscellaneous
	
	
	
	
	

	Emission standard
	
	EU 4
	
	
	

	Insurance premium category
	
	Tba
	
	
	


1 Weight of car in road trim (DIN) plus 75 kg for driver and luggage.



2 Performance and consumption figures relate to RON 98 fuel.
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5.
Interior and Exterior Dimensions.
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6.
Torque and Output Diagram.





































