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4. Engine output and torque


5. Technical specifications

BMW K1200 GT

	
	
	K1200 GT
	
	
	

	Engine
	
	
	
	
	

	Capacity
	cc
	1,157 
	
	
	

	Bore/stroke 
	mm
	79/59
	
	
	

	Max output
	kW/hp
	112/152
	
	
	

	At
	rpm
	9,500
	
	
	

	Max torque
	Nm/lb-ft
	130/96
	
	
	

	at          
	rpm
	7,750
	
	
	

	Configuration
	
	Inline
	
	
	

	No of cylinders
	
	4
	
	
	

	Compression ratio/fuel grade
	
	13 : 1/S premium plus (98 octane)
	
	
	

	Valves/gas cycle
	
	DOHC (double overhead camshaft)
	
	
	

	Valves per cylinder
	
	4
	
	
	

	Intake/outlet valve dia
	mm
	32/27.5
	
	
	

	Throttle butterfly dia
	mm
	46
	
	
	

	Fuel supply management
	
	BMS-K
	
	
	

	
	
	
	
	
	

	Electrical System 
	
	
	
	
	

	Alternator   
	W
	945
	
	
	

	Battery 
	V/Ah
	12/19 
	
	
	

	Headlight   
	W
	Low beam 1 x H7/55W
	
	
	

	
	
	High beam 2 x H7/55W
	
	
	

	Starter
	kW
	0.7
	
	
	

	
	
	
	
	
	

	Power transmission/Gearbox
	
	
	
	
	

	Clutch  
	
	Multiple-plate oil bath clutch, hydraulic operation
	
	

	Gearbox  
	
	Dog-shift six-speed gearbox
	
	
	

	Primary transmission
	
	1.559
	
	
	

	Gear ratios
I
	
	2.521
	
	
	

	
II
	
	1.842
	
	
	

	
III
	
	1.455
	
	
	

	
IV
	
	1.287
	
	
	

	
V
	
	1.143
	
	
	

	
VI
	
	1.015
	
	
	

	Rear wheel drive
	
	Driveshaft
	
	
	

	Final drive
	
	2.82
	
	
	

	
	
	
	
	
	

	Chassis and Suspension
	
	
	
	
	

	Frame      
	
	Composite aluminium frame (bridge frame) with IHU extrusion-pressed profiles and die-cast components
	
	

	Suspension, front   
	
	BMW Duolever
	
	
	

	Suspension, rear     
	
	Single cast-aluminium arm with BMW Paralever
	
	
	

	Spring travel, front/rear
	mm
	115/135
	
	
	

	Castor  
	mm
	112
	
	
	

	Wheelbase
	mm
	1,571
	
	
	

	Steering head angle
	°
	60.6
	
	
	

	Brakes 
	front
	Double disc brake,   
floating brake disc, dia 320 mm,  
four-piston fixed calliper
	
	
	

	
	rear
	Single-disc brake, dia294 mm, two-piston fixed calliper 
	
	
	

	Wheels
	
	Cast aluminium wheels
	
	
	

	
	front
	3.50 x 17 
	
	
	

	
	rear  
	5.50 x 17 
	
	
	

	Tyres
	front
	120/70 ZR 17
	
	
	

	
	rear  
	180/55 ZR 17
	
	
	

	
	
	
	
	
	

	Dimensions and Weight
	
	
	
	
	

	Length, overall
	mm
	2 318
	
	
	

	Width, overall, with mirrors
	mm
	965
	
	
	

	Handlebar width, without mirrors
	mm
	795
	
	
	

	Seat height
	mm
	820 and 840 (optional low seat 
800 and 820)
	
	
	

	Weight, dry  
	kg
	249
	
	
	

	Unladen weight to DIN standard with full tank
	kg
	282
	
	
	

	Max permissible   
	kg
	520
	
	
	

	Tank capacity
	ltr
	24
	
	
	

	
	
	
	
	
	

	Performance Data
	
	
	
	
	

	Fuel consumption  
	
	
	
	
	

	90 km/h
	ltr/100 km
	4.8
	
	
	

	120 km/h
	ltr/100 km
	5.8
	
	
	

	Acceleration 
	
	
	
	
	

	0–100 km/h
	sec
	3.1
	
	
	

	Standing-start km
	sec
	–
	
	
	

	Top speed            
	km/h
	200 plus
	
	
	


6. Colours

	
	Colour
	Seat    
	Side cover

	K1200 GT
	Dark Graphite Metallic
	Grey 
	Granite Grey

	
	Deep Blue Metallic
	Black  
	Dark, Slate colour    

	
	Crystal Grey Metallic
	Black  
	Dark, Slate colour  






































