

10. Technical specifications

	Body
	
	Z4 Coupé 3.0si
	
	

	No. of doors/seats

l
	
	2/2
	
	

	Length/width/height (unladen)
	mm
	4,091/1,781/1,268
	
	

	Wheelbase
	mm
	2,495
	
	

	Track, front/rear

wgsdfg


	mm
	1,473/1,523
	
	

	Turning circle
	m
	9.8
	
	

	Fuel tank capacity
	ltr approx.
	55
	
	

	Cooling system incl. heating

l
	ltr
	7.6 (8.4)
	
	

	Engine oil

Getriebeöl


	ltr
	6.5
	
	

	Transmission/rear axle oil
	ltr
	lifetime filling
	
	

	Weight, unladen (EU1)
	kg
	1,395 (1,425)
	
	

	Max load (DIN)
	kg
	330
	
	

	Max. permissible weight (DIN)
	kg
	1,650 (1,680)
	
	

	Permissible axle load front/rear
	kg
	790/890
	
	

	Max. trailer load2
	
	
	
	

	Braked (12%)/unbraked


	kg
	–/– 
	
	

	Max. roof load/trailer nose weight
	kg
	–/–
	
	

	Luggage comp. capacity  (VDA)
	ltr
	285–340
	
	

	Drag coefficient
	cX x A
	0.34 x 1.91
	
	

	Engine
	
	
	
	

	Layout/cylinders/valves


	
	Inline/6/4
	
	

	Displacement
	cm³
	2,996
	
	

	Bore/Stroke
	mm
	85.0/88.0
	
	

	Compression ratio


	:1
	10.7
	
	

	Fuel grade3
	RON
	91–98
	
	

	Max. output
	hp/min–1
	265/6,600
	
	

	Torque
	Nm/min–1
	315/2,750
	
	

	Electrics
	
	
	    
	

	Battery/Location
	Ah/–
	55/luggage compartment
	
	

	Generator
	A/W
	155/2,170
	
	

	Chassis
	
	
	
	

	Front suspension
	
	Single-joint spring strut axle with multiple track control arms; 
fixed position ball joint on guide joint, thrust plate,
	
	

	
	
	twin-sleeve gas pressure spring struts; anti-squat and anti-dive
	
	

	Rear suspension
	
	Central arm axle with separate springs/dampers, twin-sleeve gas pressure dampers; anti-dive
	
	

	Brakes, front
	
	Discs


	
	

	Diameter
	mm
	325 x 25, vented
	
	

	Brakes, rear
	
	Discs


	
	

	Diameter
	mm
	294 x 19, vented 
	
	

	Driving Stability Systems
	
	DSC+
	
	

	Steering
	
	Electric power steering (EPS); rack&pinion steering
	
	

	Steering ratio
	:1
	14.2
	
	

	Type of transmission
	
	6 Speed (6 Speed)
	
	

	Transmission ratio
I
	:1
	4.35 (4.17) 
	
	

	

II
	:1
	2.50 (2.34) 
	
	

	

III
	:1
	1.67 (1.52) 
	
	

	

IV
	:1
	1.23 (1.14) 
	
	

	

V
	:1
	1.00 (0.87) 
	
	

	

VI
	:1
	0.85 (0.69) 
	
	

	Reverse gear ratio
	:1
	3.93 (3.40)
	
	

	Final drive ratio
	:1
	3.46 (3.64)
	
	

	Tyres 
	
	225/45 
	
	

	Wheels 
	
	8 J x 17 Cast Alu
	
	

	Performance
	
	
	
	

	Power to weight ratio (DIN)
	kg/kW
	6.8 (6.9)
	
	

	Output per litre
	kW/ltr
	65.1
	
	

	Acceleration
0–62 mph
	s
	5.7 (6.0)
	
	

	                           
0–1000 m
	s
	25.2 (25.3)
	
	

	50–75 mph in 4th gear
	s
	5.2
	
	

	Top speed4
	mph
	155
	
	

	Fuel consumption (EU cycle)
	
	
	
	
	

	In town
	ltr/100 km
	21.7 (22.1)
	
	

	Out of town
	ltr/100 km
	43.5 (41.5)
	
	

	Overall
	ltr/100 km
	31.7 (31.4)
	
	

	CO2 
	g/km
	213 (216)
	
	

	Miscellaneous
	
	
	
	

	Emission level
	
	EU4
	
	


Numbers in ( ) for automatic transmission.


Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.

2Deviations are possible under certain conditions.

3For Performance and fuel consumption figures: RON 98.
4Electronically limited.

	Body
	
	Z4 M Coupé
	
	

	No. of doors/seats

l
	
	2/2
	
	

	Length/width/height (unladen)
	mm
	4,113/1,781/1,287
	
	

	Wheelbase
	mm
	2,497
	
	

	Track, front/rear

wgsdfg


	mm
	1,486/1,516
	
	

	Turning circle
	m
	10.5
	
	

	Fuel tank capacity
	ltr approx.
	55
	
	

	Cooling system incl. heating

l
	ltr
	10.7
	
	

	Engine oil

Getriebeöl


	ltr
	5.5
	
	

	Transmission/rear axle oil
	ltr
	1.5/1.1
	
	

	Weight, unladen (EU1)
	kg
	1,495
	
	

	Max load (DIN)
	kg
	310
	
	

	Max. permissible weight (DIN)
	kg
	1,730
	
	

	Permissible axle load front/rear
	kg
	855/935
	
	

	Max. trailer load2
	
	
	
	

	Braked (12%)/unbraked


	kg
	–/– 
	
	

	Max. roof load/trailer nose weight
	kg
	–/–
	
	

	Luggage comp. capacity  (VDA)
	ltr
	245–300
	
	

	Drag coefficient
	cX x A
	0.35 x 1.91
	
	

	Engine
	
	
	
	

	Layout/cylinders/valves


	
	Inline/6/4
	
	

	Displacement
	cm³
	3,246
	
	

	Bore/Stroke
	mm
	87.0/91.0
	
	

	Compression ratio


	:1
	11.5
	
	

	Fuel grade3
	RON
	95–98
	
	

	Max. output
	hp/min–1
	343/7,900
	
	

	Torque
	Nm/min–1
	365/4,900
	
	

	Electrics
	
	
	    
	

	Battery/Location
	Ah/–
	70/luggage comp
	
	

	Generator
	A/W
	147/2,058
	
	

	Chassis
	
	
	
	

	Front suspension
	
	Single-joint spring strut axle with multiple track control arms; 
fixed position ball joint on guide joint, thrust plate,
	
	

	
	
	twin-sleeve gas pressure spring struts; anti-squat and anti-dive
	
	

	Rear suspension
	
	Central arm axle with separate springs/dampers, twin-sleeve gas pressure dampers; anti-dive
	
	

	Brakes, front
	
	Compound discs 
	
	

	Diameter
	mm
	345 x 28, vented
	
	

	Brakes, rear
	
	Compound discs
	
	

	Diameter
	mm
	328 x 28, vented
	
	

	Driving Stability Systems
	
	DSC+, Variable M differential
	
	

	Steering
	
	Hydraulic power steering; r/pinion
	
	

	Steering ratio
	:1
	15.4
	
	

	Type of transmission
	
	6 Speed
	
	

	Transmission ratio
I
	:1
	4.35
	
	

	

II
	:1
	2.50
	
	

	

III
	:1
	1.67
	
	

	

IV
	:1
	1.23
	
	

	

V
	:1
	1.00
	
	

	

VI
	:1
	0.85
	
	

	Reverse gear ratio
	:1
	3.93
	
	

	Final drive ratio
	:1
	3.62
	
	

	Tyres 
	
	225/45 and 255/40 
	
	

	Wheels 
	
	8 J x18/9 J x 18 Alu
	
	

	Performance
	
	
	
	

	Power to weight ratio (DIN)
	kg/kW
	5.6
	
	

	Output per litre
	kW/ltr
	77.6
	
	

	Acceleration
0–62 mph
	s
	5.0
	
	

	                           
0–1000 m
	s
	23.7
	
	

	50–75 mph in 4th gear
	s
	5.0
	
	

	Top speed4
	mph
	155
	
	

	Fuel consumption (EU cycle)
	
	
	
	
	

	In town
	ltr/100 km
	15.5
	
	

	Out of town
	ltr/100 km
	32.8
	
	

	Overall
	ltr/100 km
	23.3
	
	

	CO2 
	g/km
	292
	
	

	Miscellaneous
	
	
	
	

	Emission level
	
	EU4
	
	


Numbers in ( ) for automatic transmission.


Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.

2Deviations are possible under certain conditions.

3For Performance and fuel consumption figures: RON 98.
4Electronically limited.







