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11.  Technical specifications:
BMW 3 Series Compact: 316ti; 318ti, 325ti
	Body
	
	316ti
	318ti
	325ti
	

	No. of doors/seats
	 
	3/5
	3/5
	3/5
	

	Length/width/height
	mm
	4,262/1,751/1,408 
	4,262/1,751/1,408 
	4,262/1,751/1,408 
	

	Wheelbase
	mm
	2,725
	2,725
	2,725
	

	Track, front/rear
	mm
	1,484/1,493
	1,474/1,483
	1,474/1,483
	

	Turning circle
	m
	10,5
	10,5
	10,5
	

	Fuel tank capacity
	approx.  ltr
	63
	63
	63
	

	Cooling system incl. heating
	ltr
	7,0
	7,0
	8,4
	

	Engine oil
	ltr
	4,25
	4,25
	6,5
	

	Transmission fluid
	ltr
	Permanent filling
	Permanent filling
	Permanent filling
	

	Final drive fluid
	ltr
	Permanent filling
	Permanent filling
	Permanent filling
	

	Weight, unladen (EU1)
	kg
	1,375 (1,395)
	1,375 (1,395)
	1,480 (1,505)
	

	Max. load (DIN)
	kg
	500
	500
	500
	

	Max. permissible weight (DIN)
	kg
	1,800 (1,820)
	1,800 (1,820)
	1,905 (1,930)
	

	Permissible axle load
	kg
	865/1,015
	865/1,015
	935/1,040
	

	Max. trailer load1
	
	
	
	
	

	braked (12%)/unbraked
	kg
	1,250 (1,300)/670
	1,300 (1,400)/670
	1,600/720
	

	Max. roof load/trailer nose
	kg
	75/75
	75/75
	75/75
	

	Luggage comp. capacity
	ltr

ltr
	310–1,100
	310–1,100
	310–1,100
	

	Drag coefficient
	cX x A
	0,29  (0,31) x 2,07
	0,31 (0,32) x 2,07
	0,30 (0,31) x 2,07
	

	Engine
	
	
	
	
	

	Layout/No. of cylinders
	 
	Inline/4/4
	Inline/4/4
	Inline/6/4
	

	Engine management
	 
	Bosch ME9 + BMW
	Bosch ME9 + BMW
	Siemens
	

	Displacement
	cm³
	1,796
	1,995
	2,494
	

	Bore/stroke
	mm
	84/81
	84/90
	84/75
	

	Compression ratio
	:1 
	10,5 
	10,2 
	10,5 
	

	Fuel grade3
	RON
	91–98
	91–983
	91–98 
	

	Max. output
	KW/BHP
	85/114
	105/141
	141/189
	

	At engine speed
	min–1
	5,500
	6,000
	6,000
	

	Torque
	Nm/lb ft
	175/129
	200/148
	245/181
	

	At engine speed
	min–1
	3,750
	3,750
	3,500
	

	Electrics
	
	
	
	
	

	Battery/location
	Ah/–
	55/engine comp.
	55/engine comp.
	70/luggage comp.
	

	Alternator
	A/W
	110/1,540
	110/1,540
	90/1,260
	

	Chassis
	
	
	
	
	

	Front suspension
	 
	Single-joint spring-strut suspension with displaced camber; small

	
	
	positive steering scrub radius; traverse force compensation; anti-dive

	Rear suspension
	
	Central-arm axle with longitudinal control arm and double track control arm

	
	
	Anti-squat, anti-dive

	Driving Stability Systems
	
	ABS, Traction Control (ASC+T), wheel-selective Electronic Braking Distribution 
(EBD, CBC), Dynamic Stability Control (DSC), Electronic Differential Lock (ADB), 
Dynamic Brake Control (DBC)

	Brakes, front
	 
	Single-piston floating-caliper disc brakes, vented

	Diameter
	mm
	286
	286
	300


	

	Brakes, rear
	 
	Single-piston floating-caliper disc brakes

	Diameter
	mm
	280
	276, vented
	294, vented
	

	Steering
	 
	Rack-and-pinion, power-assisted; 3 turns from lock to lock

 

	Overall ratio
	:1 
	13,7
	13,7


	13,7
	

	Type of transmission
	 
	GM5 (AT5)                        
	GM5 (AT5)
	GM6 (AT5)        
	

	Transmission ratio 
	I
	:1 
	4,23 (3,42)
	4,23 (3,42)
	4,35 (3,67)

2,49 (2,00)

1,66 (1,41):1

1,24 (1,00):1

1,00 (0,74):1

-

3,85 (4,10):1


	

	                                  
	II
	:1 
	2,52 (2,22)
	2,52 (2,22)
	2,50(2,00)
	

	                                  
	III
	:1 
	1,66 (1,60)
	1,66 (1,60)
	1,66 (1,41)
	

	                                  
	IV
	:1 
	1,22 (1,00)
	1,22 (1,00)
	1,23 (1,00)
	

	                                  
	V
	:1 
	1,0 (0,75)
	1,0 (0,75)
	1,00 (0,74)
	

	                                  
	VI
	:1
	
	
	0,85 (–)
	

	                                   
	R
	:1 
	4,04 (3,03)
	4,04 (3,03)
	4,04 (4,10)
	

	Final drive ratio
	:1
	3,38 (3,73)
	3,38 (3,45)
	3,23 
	

	Tyres 
	 
	195/65 R 15 91 H
	205/55 R 16 91 V
	205/55 R 16 91 W
	

	Wheels
	 
	6,5 J x 15  
	6,5 J x 16 
	7 J x 16 
	

	Performance
	
	
	
	
	

	Power to weight ratio (DIN)
	kg/kW
	15,3 (15,5)
	12,4 (12,6)
	10,0 (10,1)
	

	Output per litre
	kW/ltr
	47,3
	52,6
	56,5
	

	Acceleration        0–62km/h
	sec
	10,9 (11,9)
	9,3 (10,2)
	7,1 (8,3)
	

	50–75 km/h in 4th gear
	sec
	11,1 (–)
	9,2 (–)
	7,6 (–)
	

	Top speed
	mph
	125 (121)
	133 (131)
	146 (144)
	

	Fuel consumption (EU cycle)
	
	
	
	
	

	Urban
	mpg
	28,8 (26,7)
	27,2 (25,4)
	23,0 (20,9)
	

	Extra urban
	mpg
	52,3 (45,6)
	49,6 (45,6)
	40.4 (38,7)
	

	Combined
	mpg
	40,4 (36,2)
	38,2 (35,3)
	31.7(29,7)
	

	CO2 
	g/km
	170 (190)
	180 (194)
	215 (227)
	

	Miscellaneous
	
	
	
	
	

	Emission classification
	
	EU3
	EU3
	EU3
	


The values given in parenthesis apply to the automatic transmission.

1Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.

2Deviations are possible under certain conditions.

3Information about performance and fuel consumption relate to RON 98

BMW 3 Series Compact specifications:
320td
	Body
	
	320td
	
	

	No. of doors/seats
	 
	3/5
	
	

	Length/width/height
	mm
	4,262/1,751/1,408 
	
	

	Wheelbase
	mm
	2,725
	
	

	Track, front/rear
	mm
	1,474/1,483
	
	

	Turning circle
	m
	10,5
	
	

	Fuel tank capacity
	approx. ltr
	63
	
	

	Cooling system incl. heating
	ltr
	9,3
	
	

	Engine oil
	ltr
	5,5
	
	

	Transmission fluid
	ltr
	Permanent filling
	
	

	Final drive fluid
	ltr
	Permanent filling
	
	

	Weight, unladen (EU1)
	kg
	1,470 (1,505)
	
	

	Max. load (DIN)
	kg
	500
	
	

	Max. permissible weight (DIN)
	kg
	1,895 (1,930)
	
	

	Permissible axle load
	kg
	930/1,045
	
	

	Max. trailer load2
	
	
	
	

	braked (12%)/unbraked
	kg
	1,600/720
	
	

	Max. roof load/trailer nose
	kg
	75/75
	
	

	Luggage comp. capacity
	ltr
	310–1,100
	
	

	Drag coefficient
	cX x A
	0,30 (0,32) x 2,07
	
	

	Engine
	
	
	
	

	Layout/No. of cylinders
	 
	Inline/4/4
	
	

	Engine management
	 
	Bosch DDE 5.0
	
	

	Displacement
	cm³
	1,995
	
	

	Bore/stroke
	mm
	84/90
	
	

	Compression ratio
	:1 
	17 
	
	

	Fuel grade
	RON
	Diesel
	
	

	Max. output
	KW/BHP
	110/148
	
	

	At engine speed
	min–1
	4,000
	
	

	Torque
	Nm/ lb ft
	330/243
	
	

	At engine speed
	min–1
	2,000
	
	

	Electrics
	
	
	
	

	Battery/location
	Ah/–
	80/luggage comp.
	
	

	Alternator
	A/W
	90/1,260
	
	

	Chassis
	
	
	
	

	Front suspension
	 
	Single-joint spring-strut suspension with displaced camber; 

	
	
	small positive steering scrub radius; traverse force compensation; anti-dive

	Rear suspension
	
	Central-arm axle with longitudinal control arm and double track control arm

	
	
	Anti-squat, anti-dive 

	Driving Stability Systems
	
	ABS, Traction Control (ASC+T), wheel-selective Electronic Braking Distribution 
(EBD, CBC), Dynamic Stability Control (DSC), Electronic Differential Lock (ADB), Dynamic Brake Control (DBC)

	Brakes, front
	 
	Single-piston floating-caliper disc brakes, vented

	Diameter
	mm
	300
	

	Brakes, rear
	 
	Single-piston floating-caliper disc brakes, vented

	Diameter
	mm
	294, vented
	

	Steering
	 
	Rack-and-pinion, power-assisted; 3 turns from lock to lock

	Overall ratio
	:1 
	13,7
	

	Type of transmission
	 
	GM6 (AT5)        
	

	Transmission ratio 
	I
	:1 
	5,14  (3,42)


	

	                                  
	II
	:1 
	2,83 (2,22)
	

	                                  
	III
	:1 
	1,79 (1,60)
	

	                                  
	IV
	:1 
	1,26 (1,00)
	

	                                  
	V
	:1 
	1,00 (0,75)
	

	                                  
	VI
	:1
	0,83 (–)
	

	                                   
	R
	:1 
	4,64 (3,03)
	

	Final drive ratio
	
	2,56 (3,07)
	

	Tyres 
	
	205/55 R 16 91 V
	

	Wheels
	
	7,0 J x 16 
	

	Performance
	
	
	

	Power to weight ratio (DIN)
	Kg/kW
	12,7 (13,0)
	

	Output per litre
	KW/ltr
	55,1
	

	Acceleration        0–62mph
	sec
	8,7 (9,1)
	

	In 4th gear  50-75 mph
	sec
	7,1 (–)
	

	Top speed
	mph
	136 (131)
	

	Fuel consumption (EU cycle)
	
	
	

	Urban
	mpg
	35,8 (29,1)
	

	Extra urban
	mpg
	62,8 (52.3)
	

	Combined
	mpg
	49,6 (40,9)
	

	CO2 
	g/km
	153 (185)
	

	Miscellaneous
	
	
	

	Emission classification
	
	EU3
	


The values given in parenthesis apply to the automatic transmission.

1Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.

2Deviations are possible under certain conditions.

3Information about performance and fuel consumption relate to RON 98.  

BMW 3 Series Coupé specifications:
318Ci; 320Ci; 325Ci; 330Ci

	Body
	
	318Ci
	320Ci
	325Ci
	330Ci
	

	No. of doors/seats
	 
	2/5
	2/5
	2/5
	2/5
	

	Length/width/height
	mm
	4,488/1,757/1,369
	4,488/1,757/1,369
	4,488/1,757/1,369
	4,488/1,757/1,369
	

	Wheelbase
	mm
	2,725
	2,725
	2,725
	2,725
	

	Track, front/rear
	mm
	1,471/1,483
	1,471/1,483
	1,471/1,483
	1,471/1,483
	

	Turning circle
	m
	10,5
	10,5
	10,5
	10,5
	

	Fuel tank capacity
	approx. ltr ltr
	63
	63
	63
	63
	

	Cooling system incl. heating
	ltr
	7
	8,4
	8,4
	8,4
	

	Engine oil
	ltr
	4,25
	6,5
	6,5
	6,5
	

	Transmission fluid
	ltr
	Permanent filling
	Permanent filling
	Permament filling
	Permanent filling
	

	Final drive fluid
	ltr
	Permanent filling
	Permanent filling
	Permanent filling
	Permanent filling
	

	Weight, unladen (EU1)
	kg
	1,395 (1,435)
	1,470 (1,505)
	1,495 (1,530)
	1,505 (1,540)
	

	Max. load (DIN)
	kg
	500
	500
	500
	500
	

	Max. permissible weight (DIN)
	kg
	1,820 (1,860)
	1,895 (1,930)
	1,920 (1,955)
	1,930 (1,965)
	

	Permissible axle load
	kg
	890/1,010
	920/1,050
	930/1,065
	935/1,075
	

	Max. trailer load2
	
	
	
	
	
	

	braked (12%)/unbraked
	kg
	1,400/1,600
	1,600/720
	1,600/720
	1,700/730
	

	Max. roof load/trailer nose
	kg
	75/75
	75/75
	75/75
	75/75
	

	Luggage comp. capacity
	ltr
	410
	410
	410
	410
	

	Drag coefficient
	cX x A
	0,31 (0,33)x1,98
	0,30 x 1,98
	0,30 x 1,98
	0,30 x 1,98
	

	Engine
	
	
	
	
	
	

	Layout/No. of cylinders
	 
	Inline/6/4
	Inline/6/4
	Inine/6/4
	Inline/6/4
	

	Engine management
	 
	MS43
	MS43
	MS43
	MS43
	

	Displacement
	cm³
	1,995
	2,171
	2,494
	2,979
	

	Bore/stroke
	mm
	84,0/90,0
	80,0/72
	84,0/75
	84,0/89,6
	

	Compression ratio
	:1
	10,2
	10,8 
	10,5 
	10,2
	

	Fuel grade3
	RON
	91–98
	87–98 
	87–98
	87–98
	

	Max. output
	kW/bhp
	105/143
	125/170
	141/192
	170/231
	

	At engine speed
	min–1
	6,000
	6,100
	6,000
	5,900
	

	Torque
	Nm/lb ft
	200/148
	210/155
	245/181
	300/221
	

	At engine speed
	min–1
	3,750
	3,500
	3,500
	3,500
	

	Electrics
	
	
	
	
	
	

	Battery/location
	Ah/–
	55/boot
	70/boot
	70/boot
	70/boot
	

	Alternator
	A/W
	110/1,540
	90(129)/1,260 (1,680)
	90(120)/1,260 (1,680)
	90)/1,260
	

	Chassis
	
	
	
	
	

	Front suspension
	 
	Single-joint spring-strut suspension with displaced camber; small positive steering 

	
	
	Scrub radius; traverse force compensation; anti-drive

	Rear suspension
	
	Central arm-axle with longitudinal control arm and double track control arm; Anti-squat; 

Anti-drive

Anti-squat; Anti-drive

	Brakes, front
	 
	Single-piston floating-caliper disc-brakes

	Diameter
	mm
	286, vented
	286, vented
	300, vented
	325, vented
	

	Brakes, rear
	 
	Single-piston floating-caliper disc-brakes 

	Diameter
	mm
	276, vented
	276, vented
	294, vented
	320, vented
	

	Driving Stability Systems
	 
	ABS, Traction Control (ASC+T), wheel-selective Electronic Braking Distribution (EBD, CBC), Dynamic Stability Control (DSC), Electronic Differential Lock (ADB), 
Dynamic Brake Control (DBC)

	Steering
	:1 
	13,7
	13,7
	13,7
	13,7
	

	Type of transmission
	 
	                GM5 (AT5)                     GM5 (AT5)                     GM5(AT5)                     GM6 (AT5)

	Transmission ratio 
	I
	:1 
	4,23 (3,42
	4,23 (3,67)
	4,23 (3,67)
	4,35 (3,67)
	

	
	II
	:1 
	2,52 (2,22
	2,52 (2,00)
	2,52 (2,00)
	2,50 (2,00)
	

	                                  
	III
	:1 
	1,66 (1,60)
	1,66 (1,41)
	1,66 (1,41)
	1,66 (1,41)
	

	                                  
	IV
	:1 
	1,22 (1,00)
	1,22 (1,00)
	1,22 (1,00)
	1,23 (1,00)
	

	                                  
	V
	:1 
	1,00 (0,75)
	1,00 (0,74)
	1,00 (0,74)
	1,00 (0,74)
	

	                                   
	VI
	:1
	
	
	
	0,85 (–)
	

	                                   
	R
	:1 
	4,04 (3,03)
	4,04 (4,10)
	4,04 (4,10)
	4,04 (4,10)
	

	Final drive ratio
	:1 
	3,38 (3,45)
	3,38(3,38)
	3,15 (3,23)
	2,93 (3,38)
	

	Tyres
	 
	205/55 R 16 91 V
	205/55 R 16 91 V
	205/55 R 16 91 V
	225/45 R 17 93 W
	

	Wheels
	 
	7,0 J x 16  Alu
	7 J x 16 Alu
	7 J x 16 Alu
	8 J x 17 Alu
	

	Performance
	
	
	
	
	
	

	Power to weight ratio (DIN)
	kg/kW
	12,6 (13,0)
	11,2 (11,4)
	10,1 (10,3)
	8,4 (8,6)
	

	Output per litre
	kW/ltr
	52,6
	57,6
	56,5
	57,1
	

	Acceleration  0–62 mph 
	sec
	9,3 (10,2)
	8,3 (9,4)
	7,3 (8,4)
	6,5 (7,0)
	

	In 4th gear  50-75 mph
	sec
	9,2 (–)
	8,7 (–)
	7,8 (–)
	6,9 (–)
	

	Top speed
	mph
	135 (133)
	140 (138)
	149 (147)
	1554 (247)
	

	Fuel consumption (EU  cycle)
	
	
	
	
	

	Urban
	mpg
	27,2 (25,2)
	23,2 (21,6)
	22,0 (20,9)
	22,0 (20,2)
	

	Extra urban
	mpg
	49,6 (44,8)
	40,9 (38,7)
	40,9 (39,2)
	40,9 (40,4)
	

	Combined
	mpg
	38,2 (34,9)
	31,7 (30,0)
	31,4 (29,7)
	31,0 (29,4)
	

	CO2 
	g/km
	180 (196)
	213 (226)
	217 (229)
	218 (230)
	

	Miscellaneous
	
	
	
	
	

	Emission classification
	
	EU3
	EU3
	EU3
	EU3 
	


The values given in parenthesis apply to the automatic transmission, Sequential Manual Gearbox with equal transmission, performance, emission and output as with manual transmission.

1Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.
2Deviations are possible under certain conditions.

3Information about performance and fuel consumption relate to RON 98.
4Electronically limited.   

BMW 3 Series Convertible Specifications:
318Ci; 320Ci; 325Ci; 330Ci

	Body
	
	318Ci
	320Ci
	325Ci
	330Ci
	

	No. of doors/seats
	 
	2/4
	2/4
	2/4
	2/4
	

	Length/width/height
	mm
	4,488/1,757/1,372
	4,488/1,757/1,372
	4,488/1,757/1,372
	4,488/1,757/1,372
	

	Wheelbase
	mm
	2,725
	2,725
	2,725
	2,725
	

	Track, front/rear
	mm
	1,471/1,483
	1,471/1,483
	1,471/1,483
	1,471/1,483
	

	Turning circle
	m
	10,5
	10,5
	10,5
	10,5
	

	Fuel tank capacity
	approx. ltr
	63
	63
	63
	63
	

	Cooling system incl. heating
	ltr
	7
	8,4
	8,4
	8,4
	

	Engine oil
	ltr
	4,25
	6,5
	6,5
	6,5
	

	Transmission fluid
	ltr
	Permanent filling
	Permanent filling
	Permanent filling
	Permanent filling
	

	Final drive fluid
	ltr
	Permanent filling
	Permanent filling
	Permanent filling
	Permanent filling
	

	Weight, unladen (EU1)
	kg
	1,580 (1,615)
	1,615 (1,650)
	1,640 (1,675)
	1,675 (1,705)
	

	Max. load (DIN)
	kg
	420
	420
	420
	420
	

	Max. permissible weight (DIN)
	kg
	1,925 (1,960)
	1,960 (1,995)
	1,985 (2,020)
	2,020 (2,050)
	

	Permissible axle load
	kg
	890/1,095
	930/1,095
	945/1,100
	955/1,110
	

	Max. trailer load2
	
	
	
	

	braked (12%)/unbraked
	kg
	1,400 (1,500)/680
	1,600/720
	1,600/720
	1,600/730
	

	Max. roof load/trailer nose
	kg
	–/75
	–/75
	–/75
	–/75
	

	Luggage comp. capacity
	ltr
	
	300
	300
	300
	

	Drag coefficient
	cX x A
	
	0,35 x 1,98
	0,35 x 1,98
	0,35 x 1,98
	

	Engine
	
	
	
	
	
	

	Layout/No. of cylinders
	 
	Inline/4/4
	Inline/6/4
	Inline/6/4
	Inline/6/4
	

	Engine management
	 
	Bosch ME9 / BMW
	MS43
	MS43
	MS43
	

	Displacement
	cm³
	1,995
	2,171
	2,494
	2,979
	

	Bore/stroke
	mm
	84,0/90,0
	80,0/72,0
	84,0/75,0
	84,0/89,6
	

	Compression ratio
	:1 
	10,2
	10,8 
	10,5 
	10,2 
	

	Fuel grade3
	RON
	91–98
	87–98
	87–98
	87–98
	

	Max. output
	kW/bhp
	105/143
	125/170
	141/192
	170/231
	

	At engine speed
	min–1
	6,000
	6,100
	6,000
	5,900
	

	Torque
	Nm/lb ft
	200/148
	210/155
	245/181
	300221
	

	At engine speed
	min–1
	3,750
	3,500
	3,500
	3,500
	

	Electrics
	
	
	
	
	2/4
	

	Battery/location
	Ah/–
	80/boot
	80/boot
	80/boot
	80/boot
	

	Alternator
	A/W
	110/1,540
	90/1,260
	90/1,260
	120/1,680
	

	Chassis
	
	
	
	
	

	Front suspension
	 
	Single-joint spring-strut suspension with displaced camber; small positive steering 

	
	
	Scrub radius; traverse force compensation; anti-drive

	Rear suspension
	
	Central arm-axle with longitudinal control arm and double track control arm; 

Anti-squat; Anti-drive

	
	
	Anti-squat; Anti-drive

	Brakes, front
	 
	Single-piston floating-caliper disc-brakes 

	Diameter
	mm
	300, vented
	300, vented
	325, vented bbelüftet, bbelüftetbelüftetbelüftet
	286,vented
	

	Brakes, rear
	 
	Single-piston floating-caliper disc-brakes 

	Diameter
	mm
	294, vented
	294, vented
	            320, vented
	276, vented
	

	Driving Stability Systems
	 
	ABS, Traction Control (ASC+T), wheel-selective Electronic Braking Distribution (EBD,CBC), Dynamic Stability Control (DSC), Electronic Differential Lock (ADB), Dynamic Brake Control (DBC)

	Steering
	 
	Rack-and-pinion, power-assisted; 3 turns from lock to lock
	 

	Overall ratio
	:1 
	13,7
	13,7
	13,7
	13,7
	

	Type of transmission
	 
	GM5 (AT5) 
	GM5 (AT5)        
	GM5 (AT5)        
	GM6 (AT5)
	

	Transmission
	I
	:1 
	4,23 (3,42))
	4,23 (3,67)
	4,23 (3,67)
	4,35 (3,67)

2,49 (2,00)

1,66 (1,41):1

1,24 (1,00):1


	 (0,74):1

-

3,85 (4,10):1



	
	II
	:1 
	2,52 (2,22)
	2,52 (2,00)
	2,52 (2,00)
	2,50 (2,00)
	

	                                  
	III
	:1 
	1,66 (1,60)
	1,66 (1,41)
	1,66 (1,41)
	1,66 (1,41)
	

	                                  
	IV
	:1 
	1,22 (1,00)
	1,22 (1,00)
	1,22 (1,00)
	1,23 (1,00)
	

	                                  
	V
	:1 
	1,00 (0,75)
	1,00 (0,74)
	1,00 (0,74)
	1,00 (0,74)
	

	                                  
	VI
	
	
	
	
	0,85 (–)
	

	                                   
	R
	:1 
	4,04 (3,03)
	4,04 (4,10)
	4,04 (4,10)
	3,04 (4,10)
	

	Final Drive ratio
	:1
	3,38 (2,22)
	3,45 (3,38)
	3,23 (3,38)
	3,93 (3,38)
	

	Tyres 
	 
	1,66 (1,60)
	205/55 R 16 91 V
	205/55 R 16 91 V
	225/45 R 17 93 W
	

	Wheels 
	 
	1,22 (1,00)
	7 J x 16 Alu Leichtbau
	7 J x 16 Alu
	8 J x 17 Alu
	

	Performance
	
	
	
	
	
	

	Power to weight ratio (DIN)
	kg/kW
	14,3 (14,7)
	12,3 (12,6)
	11,1(11,3)
	9,4 (9,6)
	

	Output per Litre
	kW/ltr
	52,6
	57,6
	56,5
	57,1
	

	Acceleration   0–62 mph
	sec
	10,4 (11,3)
	9,1 (10,2)
	8,0 (9,1)
	6,9 (7,5)
	

	In 4th gear     50–75  mph
	sec
	10,5 (–)
	9,7 (–)
	8,8 (–)
	7,4 (–)
	

	Top speed
	mph
	128 (128)


	138 (136)
	145 (143)
	153 (149)
	

	Fuel consumption (EU cycle)
	
	
	
	
	
	

	Urban
	mpg
	26,2 (24,4)
	22,0 (20,9)
	21,4 (20,3)
	21,1 (19,0)
	

	Extra urban
	mpg
	46,3 (42,8)
	38,2 (36,7)
	37,7 (37,2)
	38,7 (37,7)
	

	Combined
	mpg
	36,2 (33,6)
	30,0 (28,8)
	29,4 (28,5)
	29,4 (27,7)
	

	CO2 
	g/km
	190 (203)
	225 (236)
	230 (239)
	229 (244)
	

	Miscellaneous
	
	
	
	
	
	

	Emission classification
	
	EU3
	EU3 
	EU3 
	EU3 
	


The values given in parenthesis apply to the automatic transmission.

1Weight of the car in road trim (DIN) plus 75kg for driver and luggage.

2Deviations are possible under certain conditions.

3With roof storage box folded away.

4Information about performance and fuel consumption relate to RON 98.   





































