

8. Technical specifications

	Body
	
	2.5i
	3.0i
	
	

	No of doors/seats
	
	5/5
	5/5
	
	

	Length/width/height (unladen)
	mm
	4,565/1,853/1,674
	4,565/1,853/1,674
	
	

	Wheelbase
	mm
	2,795
	2,795
	
	

	Track, front/rear
	mm
	1,538/1,556
	1,524/1,542
	
	

	Turning circle
	m
	11.7
	11.7
	
	

	Tank capacity
	approx ltr
	67
	67
	
	

	Cooling system incl heater
	ltr
	10.0 (10.2)
	10.2
	
	

	Engine oil (oil change)
	ltr
	6.2
	6.2
	
	

	Transmission fluid
	ltr
	Lifetime
	Lifetime
	
	

	Final drive fluid
	ltr
	Lifetime
	Lifetime
	
	

	Weight, unladen, to EU1
	kg
	1,815 (1,840)
	1,840
	
	

	Payload
	kg
	500
	500
	
	

	Gross vehicle weight
	kg
	2,240 (2,270)
	2,280
	
	

	Max axle load, front/rear
	kg
	1,100/1,250
	1,100/1,260
	
	

	Max trailer load2,
	
	
	
	
	

	braked (12%)/unbraked
	kg
	1,800/720
	2,000/720
	
	

	Max roof load/max trailer download
	kg
	75/80
	75/80
	
	

	Luggage compartment to VDA
	ltr
	480–1,560
	480–1,560
	
	

	Air drag 
	Cd x A
	0.35 x 2.50
	0.35 x 2.50
	
	

	Engine
	
	
	
	
	

	Configuration/No of cyls/valves
	
	Straight-six/4
	Straight-six/4
	
	

	Engine management
	
	Siemens MS45
	Siemens MS45
	
	

	Capacity
	cc
	2,494
	2,979
	
	

	Bore/stroke
	mm
	84.0/75.0
	84.0/89.6
	
	

	Compression ratio
	:1
	10.5
	10.2
	
	

	Fuel grade
	RON
	91–983
	91–983
	
	

	Max output
	bhp
	192
	231
	
	

	at 
	rpm
	6,000
	5,900
	
	

	Max torque
	Nm/lb-ft
	245/181
	300/221
	
	

	At
	rpm
	3,500
	3,500
	
	

	Electrical system
	
	
	
	
	

	Battery/installation
	Ah/–
	70/luggage comp
	70/luggage comp
	
	

	Alternator
	A/W
	150/2,100 /1260(1680) 1260(1680
	150/2,100
	
	

	Chassis and suspension
	
	
	
	
	

	Suspension, front
	
	Thrust-rod double-joint spring strut axle, small positive steering roll radius;

	
	
	compensation of transverse forces, anti-dive

	Suspension, rear
	
	Central arm axle with longi arms + double track cntrl arms, anti-squat and anti-dive

	Brakes, front
	
	Two-piston swing-calliper disc brakes

	Diameter
	mm
	325. vented


	325. vented


	
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	320. vented
	320. vented
	
	

	Driving stability system
	
	DSC III (HDC. DBC. CBC. ABS. ASC-X. ADB-X. trailer stability control)

	Steering
	
	Rack-and-pinion power steering

	Overall steering transmission ratio
	:1
	18.9
	18.9
	
	

	Transmission
	
	2.5i - six-speed manual (five-speed automatic), 3.0i - five-speed automatic only

	Gear ratios

	I
	:1
	4.35 (3.42)
	3.42
	
	

	

	II
	:1
	2.50 (2.22)
	2.22
	
	

	

	III
	:1
	1.66 (1.60)
	1.60
	
	

	

	IV
	:1
	1.23 (1.00)
	1.00
	
	

	

	V
	:1
	1.00 (0.75)
	0.75
	
	

	                                         
	VI
	:1
	0.85 (N/A)
	N/A
	
	

	

	R
	:1
	3.93 (3.03)
	3.03
	
	

	Final drive
	:1
	3.91
	3.64
	
	

	Tyres, front and rear
	
	235/55 R17 99H M+S 96H M+S M+S
	235/55 R17 99H
	
	

	Rims, front and rear
	
	8.0 J x 17 alu 
	8.0 J x 17 alu
	
	

	Performance
	
	
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	12.3 (12.5)
	10.4
	
	

	Output per litre
	bhp/ltr
	77.0
	77.5
	
	

	Acceleration            0–100 km/h
	sec
	8.9 (9.8)
	8.1
	
	

	in 4th/5th gear      80–120 km/h
	sec
	8.6 / 11.3
	7.7 / 9.9
	
	

	Top speed
	mph
	129 (129)
	130 / 1374
	
	

	Fuel consumption in the EU cycle
	
	
	
	
	

	Urban
	mpg 
	18.1 (16.5)
	16.2
	
	

	Extra-urban
	mpg 
	32.5 (31.4)
	31.0
	
	

	Composite
	mpg 
	25.2 (23.7)
	23.3
	
	

	CO2 
	g/km
	272 (289)
	293
	
	


	Miscellaneous
	
	
	
	
	

	Emission standard
	
	EU3
	EU3
	
	

	Max water depth (at 7 km/h) 
	mm
	500
	500
	
	

	Embankment angle, front/rear
	°
	26/24
	26/24
	
	

	Ramp angle
	°
	19
	19
	
	

	Ground clearance between axles
	mm
	201
	201
	
	

	Max climbing gradient (set-off)
	%
	50/33
	50/33
	
	

	Max side angle
	%
	32
	32
	
	

	Perm all-wheel drive, power dist, front/rear               
	variable
	Variable
	
	


Specifications apply to European standard s(ECE), homologation data partly applicable only to Germany (weight)/figures in brackets
apply to vehicles with automatic transmission.

1Weight of vehicle in road trim (DIN) plus 75 kg for driver and luggage.

 3Performance figures relate to RON 98.

Fuel consumption to RON 95.
2May be increased under certain conditions. 
 4Sports model.





































