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Specifications.
320Cd
	Body

fsdfd

d

Anzahl Türen / s
	
	320Cd

	
	
	

	No of doors/seats
	
	2/4
	
	
	

	Length/width/height (unladen)
	mm
	4,488/1,757/1,372
	
	
	

	Wheelbase
	mm
	2,725
	
	
	

	Track, front/rear


	mm
	1,471/1,483
	
	
	

	Turning circle
	m
	10.5
	
	
	

	Tank capacity
	approx. ltr
	63
	
	
	

	Cooling system incl heating
	ltr
	9.30
	
	
	

	Engine oil

Getriebeöl


	ltr
	5.50
	
	
	

	Transmission oil
	ltr
	lifetime
	
	
	

	Final drive fluid
	ltr
	lifetime
	
	
	

	Unladen, to EU standard1
	kg
	1,680
	
	
	

	Max load, to DIN standard
	kg
	420
	
	
	

	Max permissible weight, to DIN 
	kg
	2,025 
	
	
	

	Max axle load, front/rear    
	kg
	940/1,100
	
	
	

	Max trailer load 
	
	
	
	
	

	braked (12%)/unbraked


	kg
	1,600/720
	
	
	

	Max roof load/max download 
	kg
	–/75
	
	
	

	Luggage compart cap, to VDA
	ltr
	300
	
	
	

	Air drag
	cd x A
	0.35x1.98
	
	
	

	Engine
	
	
	
	
	

	Configuration/no of cyls/valves


	
	Inline/4/4
	
	
	

	Engine management
	
	DDE 5.0
	
	
	

	Capacity
	cc
	1,995
	
	
	

	Bore/stroke
	mm
	84.0/90.0
	
	
	

	Compression ratio
	:1
	17.0
	
	
	

	Fuel grade
	RON
	Diesel
	
	
	

	Max output
	kW/bhp
	110/150
	
	
	

	at 
	rpm
	4,000
	
	
	

	Max torque
	Nm (lb-ft)
	330 (243)
	
	
	

	at
	rpm
	2,000
	
	
	

	Electrical system
	
	
	
	
	

	Battery/installation
	Ah/–
	80/luggage compartment
	
	
	

	Alternator
	A/W
	150/2,100
	
	
	

	Chassis and suspension
	
	
	
	
	

	Suspension, front
	
	Single-joint spring-strut suspension with displaced camber; 
small positive steering scrub radius; traverse force compensation; anti-dive

	Suspension, rear
	
	Central-arm axle with longitudinal control arm and double track control arm; 
anti-squat; anti-dive

	Brakes, front
	
	Single-piston swing-calliper disc brakes

	Diameter
	         mm                         294 x 19, belüftet
	                                   300 x 22 belüftet
	
	
	

	Brakes, rear  
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	                                   294 x 19 belüftet
	
	
	

	Driving stability systems
	
	ABS, traction aid (ASC+T), electronic brake force distribution on each wheel (EBD), Cornering Brake Control (CBC), Dynamic Stability Control (DSC), 
electronic differential lock (ADB) emergency brake control (DBC)

	Steering
	
	Rack-and-piston power steering; 3.0 turns from lock to lock
	

	Overall transmission ratio
	:1
	           13.7
	
	
	

	Type of transmission
	
	SG 6
	

	Transmission ratios 
	I
	:1
	5.14
	
	
	

	
	II
	:1
	                        2.83                     2,2,83
	
	
	

	
	III
	:1
	1.79
	
	
	

	
	IV
	:1
	1.26
	
	
	

	
	V
	:1
	1.0
	
	
	

	
	VI
	:1
	0.83
	
	
	

	
	rev
	:1
	4.64
	
	
	

	Final drive 
	:1
	2.79
	
	
	

	Tyres, front 
	
	205/55 R16 91V
	
	
	

	Tyres, rear  
	
	205/55 R16 91V
	
	
	

	Rims, front 
	
	7J x 16, light alloy
	
	
	

	Rims, rear    
	
	 7J x 16, light alloy
	
	
	

	Performance   
	
	
	
	
	

	Power-to-weight ratio, DIN
	kg/kW
	14.6
	
	
	

	Output per litre
	KW/ltr
	55.1
	
	
	

	Acceleration   
	0–100 km/h
	sec
	9.7
	
	
	

	
	Sta.-start km
	sec
	–
	
	
	

	In 4th gear       
	80–120 km/h
	sec
	7.5
	
	
	

	Top speed
	km/h (mph)
	211 
	
	
	

	Fuel consumption, EU cycle
	
	
	
	
	

	Urban    
	ltr/100 km
	8.5
	
	
	

	Extra-urban
	ltr/100 km
	5.0
	
	
	

	Composite 
	ltr/100 km
	6.3
	
	
	

	CO2 
	g/km
	167
	
	
	

	Other 
	
	
	
	
	

	Emission standard  
	
	EU 4
	
	
	

	Insurance categories (Germany)
	TPL/FC/SC
	16/22/25
	
	
	



Weight of vehicle in road trim (DIN) plus 75 kg for driver and luggage.
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5.
Performance and Torque Diagram.





































