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Specifications BMW X3.
2.0i; 2.5si; 3.0si.
	Body

Anzahl Türen / s
	
	2.0i
	2.5si
	3.0si
	

	No of doors/seats
	
	5/5
	5/5
	5/5
	

	Length/width/height (unladen)
	mm
	4,569/1,853/1,674
	4,569/1,853/1,674
	4,569/1,853/1,674
	

	Wheelbase
	mm
	2,795
	2,795
	2,795
	

	Track, front/rear
	mm
	1,538/1,556
	1,538/1,556
	1,524/1,542
	

	Turning circle
	m
	11.7
	11.7
	11.7
	

	Fuel tank capacity (approx.)
	 ltr
	67
	67
	67
	

	Cooling system incl heating
	ltr
	8.6
	10.5
	10.5
	

	Engine oil
	ltr
	4.25
	6.5
	6.5
	

	Weight, unladen (EU)1
	kg
	1,730
	1,805 (1,830)
	1,815 (1,840)
	

	Max load (DIN)
	kg
	545
	530 (545)
	520 (535)
	

	Max permiss weight (DIN)
	kg
	2,200
	2,260 (2,300)
	2,260 (2,300)
	

	Permissible axle load front/rear
	kg
	1,050/1,235
	1,100/1,260
	1,150/1,260
	

	Max trailer load2
	
	
	
	
	

	braked (12%)/unbraked
	kg
	1,600/720
	1,800/720
	2,000/720
	

	Max roof load/trailer nose weight
	kg
	75/80
	75/80
	75/80
	

	Luggage comp. capacity (VDA)
	ltr
	480–1,560
	480–1,560
	480–1,560
	

	Drag coefficient
	cX x A
	0.35 x 2.50
	0.35 x 2.50
	0.35 x 2.50
	

	Engine
	
	
	
	
	

	Layout/No of cylinders valves
	
	Inline/4/4
	Inline/6/4
	Inline/6/4
	

	Engine management
	
	MEV 9
	Siemens MSV 70
	Siemens MSV 70
	

	Displacement
	cc
	1,995
	2,497
	2,996
	

	Bore/stroke
	mm
	84.0/90.0
	82.0/78.8
	85.0/88.0
	

	Compression ratio
	: 1
	10.5
	11.0
	10.7
	

	Fuel grade
	RON
	91–983
	91–983
	91–983
	

	Max output
	kW/hp
	110/150
	160/218
	200/272
	

	at engine speed
	rpm
	6,200
	6,500
	6,650
	

	Torque
	Nm
	200
	250
	315
	

	at engine speed
	rpm
	3,750
	2,750–4,250
	2,750
	

	Electrics
	
	
	
	
	

	Battery/location
	Ah/–
	55/boot
	70/boot
	70/boot
	

	Alternator
	A/W
	110/1,540/1,260 (1,680) 1260(1680
	150/2,100/1,260 (1,680) 1260(1680
	                        150/2,100
	

	Chassis
	
	
	
	
	

	Front suspension
	
	Double-joint thrust-rod spring-strut suspension with displaced camber; small negative                        scrub radius Lenkrollradius; steering scrub radius; transverse force compensation; anti-dive

	Rear suspension
	
	Central pivot spindle with trailing arm and double wishbones, anti-squat and anti-dive Bremsnickausgleich

	Brakes, front
	
	Single-piston swing-calliper disc brakes

	Diameter
	mm
	325, vented


	325,  vented


	325,  vented 
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes



	Diameter
	mm
	320,  vented
	320,  vented
	320,  vented
	

	Driving stability systems
	
	DSC (DTC, HDC, DBC, CBC, ABS, ASC, ADB, Hill Hold, Trailer Stability Control)

	Steering
	
	Rack-and-pinion, power-assisted

	Overall ratio
	: 1
	18.9
	18.9
	18.9
	

	Type of transmission
	
	Six-speed manual (six-speed automatic on the 2.5d and 3.0d)

	Transmission ratios
I
	: 1
	4.35
	4.35 (4.065)
	4.35 (4.065)
	

	

II
	: 1
	2.496
	2.5 (2.371)
	2.50 (2.371)
	

	

III
	: 1
	1.665
	1.66 (1.551)
	1.66 (1.551)
	

	

IV
	: 1
	1.23
	1.23 (1.157)
	1.23 (1.157)
	

	

V
	: 1
	1.00
	1.00 (0.853)
	1.00 (0.853)
	

	

VI
	: 1
	0.851
	0.85 (0.674)
	0.85 (0.674)
	

	                                 
R
	: 1
	3.93
	3.93 (3.20)
	3.93 (3.20)
	

	Final drive ratio
	
	4.10
	3.91 (4.44)
	3.73 (4.44)
	

	Tyres 
	
	215/60 R17 96H M+S  
	215/60 R17 96 H M+S
	235/55 R17 99H M+S
	

	Wheels
	
	7.0 J x 17 alu 
	7.0 J x 17 alu 
	8.0 J x 17 alu
	

	Performance
	
	
	
	
	

	Power-to-weight ratio (DIN)
	kg/kW
	 15.0
	10.8 (11.0)
	8.7 (8.8)
	

	Output per litre
	kW/ltr
	55.1
	64.1
	66.8
	

	Acceleration        0–62 mph
	sec
	11.5
	8.5 (8.9)
	7.2 (7.5)
	

	                         
Standing-start km  
	sec
	32.7
	29.5 (29.9)
	27.6 (27.9)
	

	50–75 mph in 4th/5th gear
	sec
	10.9/13.9
	8.5/10.9
	7.3/8.9
	

	Top speed
	km/h
	198
	210/2214 (210/2204)
	210/2324 (210/2284)
	

	Fuel consumption (EU cycle)
	
	
	
	
	

	Urban
	l/100 km 
	13.1
	13.7 (14.1)
	14.2 (14.3)
	

	Extra-urban
	l/100 km 
	7.1
	7.7 (7.8)
	7.7 (8.0)
	

	Composite
	l/100 km 
	9.3
	9.9 (10.1)
	10.1 (10.3)
	

	CO2 
	g/km
	223
	238 (243)
	243 (248)
	

	Miscellaneous
	
	
	
	
	

	Emission classification
	
	EU4
	EU4
	EU4
	

	Wading depth (at 7 km/h)
	mm
	500
	500
	500
	

	Slope angle front/rear
	°
	23.9/21.8
	23.9/21.8
	23.9/21.8
	

	Ramp angle
	°
	17.2
	17.2
	17.2
	

	Ground clearance between axles
	mm
	201
	201
	201
	

	Perm. all-wheel drive distr. of power  f:r
	%
	50/32
	50/32
	50/32
	

	Climbing ability
	%
	variable
	variable
	variable
	



Technical specifications apply to Europe (ECE)/weight specifications relevant for homologation may apply to Germany only. 

Figures in brackets apply to models with automatic transmission.  

1Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.

2May be increased under certain conditions.    

3Performance figures relate to RON 98, consumption figures relate to RON 95.
  
4With  V-rated tyres (optional).


Specifications BMW X3.
2.0d; 3.0d; 3.0sd.
	Body

Anzahl Türen / s
	
	2.0d
	3.0d
	3.0sd
	

	No of doors/seats
	
	5/5
	5/5
	5/5
	

	Length/width/height 

)
	mm
	4,569/1,853/1,674
	4,565/1,853/1,674
	4,565/1,853/1,674
	

	Wheelbase
	mm
	2,795
	2,795
	2,795
	

	Track, front/rear

wgsdfg


	mm
	1,538/1,556
	1,524/1,542
	1,524/1,542
	

	Turning circle
	m
	11.7
	11.7
	11.7
	

	Fuel tank capacity (approx.)
	ltr
	67
	67
	67


	

	Cooling system incl heating     

l
	ltr
	9.6 
	10.4 (10.9)
	11.5
	

	Engine oil (oil change)

Getriebeöl


	ltr
	5.3
	7.5
	7.5
	

	Weight, unladen EU1
	kg
	1,820 
	1,880 (1,885)
	1,950
	

	Max load, DIN
	kg
	520
	545
	
510
	

	Max permissible, DIN
	kg
	2,265 
	2,350 (2,355)
	2,385
	

	Permissible axle load
	kg
	1,080/1,260
	1,150/1,260
	1,177/1,284
	

	Max trlr load, brkd 12%, unbraked
	kg
	1,700/720
	2,000/750
	2,000/750
	

	Max roof load/trailer nose


	kg
	75/80
	75/80
	75/80
	

	Luggage cap, DIN 70020
	Ltr
	480–1,560
	480–1,560
	480–1,560
	

	Drag coefficient
	cX x A
	0.35 x 2.50
	0.35 x 2.50
	0.35 x 2.50
	

	Engine
	
	
	
	
	

	Layout/cylinders/valves Zylinder/Ventile


	
	Inline/4/4
	Inline/6/4
	Inline/6/4
	

	Engine management
	
	DDE 5.0
	DDE 6.0
	DDE 6.2
	

	Displacement
	cc
	1,995
	2,993
	2,993
	

	Bore/stroke
	mm
	84.0/90.0
	84.0/90.0
	84.0/90.0
	

	Compression ratio


	: 1
	17.0
	17.0
	17.0
	

	Fuel grade
	RON
	diesel
	diesel
	diesel
	

	Max output
	kW/hp
	110/150
	160/218
	210 (286)
	

	at engine speed
	rpm
	4,000
	4000
	4,400
	

	Torque
	Nm
	330
	500
	580
	

	at engine speed
	rpm
	2,000
	1,750–2,750
	1,750–2,250
	

	Electrics
	
	
	
	
	

	Battery/location
	Ah/–
	80/boot
	90/boot
	90/boot
	

	Alternator
	A/W
	150/2100 /1260(1680) 1260(1680
	150/2100
	150/2100
	

	Chassis
	
	
	
	
	

	Front suspension
	
	Double-joint thrust-rod spring-strut suspension with displaced camber; 
small negative steering scrub radius; transverse force compensation; anti-dive

	Rear suspension
	
	Central pivot spindle with trailing arm and double wishbones, anti-squat and anti-dive

	Brakes, front
	
	Double-piston swing-calliper disc brakes

	Diameter                                  
	mm
	325, vented


	325, vented


	                    325, vented


	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes



	Diameter
	mm
	320, vented
	320, vented
	                    320, vented
	

	Driving stability systems
	
	DSC III (HDC, DBC, ABS, ASC-X, ADB-X, Hill-Hold, Trailer Stability Control)

	Steering


	
	Rack-and-pinion, power-assisted

	Overall ratio
	: 1
	18.9
	18.9
	18.9
	

	Type of transmission
	
	6-speed manual (6-speed automatic 3.0d as an option and 3.0sd series) 

	Transmission ratio
I


	: 1
	5.14
	5.08 (4.17)
	4.17
	

	                                  
II
	: 1
	2.83
	2.80 (2.34)
	2.34


	

	                                  
III
	: 1
	1.80
	1.78 (1.52)
	1.52
	

	                                  
IV
	: 1
	1.26
	1.26 (1.14)
	 1.14
	

	                                  
V
	: 1
	1.00
	1.00 (0.87)
	0.87
	

	                                  
VI
	: 1
	0.83
	0.83 (0.69)
	0.69
	

	                                  
R
	: 1
	4.64
	4.61 (3.40)
	3.40
	

	Final drive ratio
	: 1
	3.07
	2.93 (3.46)
	3.23
	

	Tyres
	
	215/60 R17 96H M+S
	235/55 R17 99H M+S
	235/50 R18 97H M+S
	

	Wheels 
	
	7.0 J x 17 alu
	8.0 J x 17 alu
	8.0 J x 18 alu
	

	Performance
	
	
	
	
	

	Power-to-weight ratio (DIN)
	kg/kW
	15.9
	11.3
	8.9
	

	Output per litre
	kW/ltr
	55.1
	53.5
	70.2
	

	Acceleration
0–100 km/h
	sec
	10.2
	7.4 (7.7)
	6.6
	

	 
Standing-start km kmkm 1000m  
	sec
	31.8
	28.0 (28.4)
	26.9
	

	50–75 mph in 4th/5th gear
	sec
	8.3/10.3
	5.7/6.9 (–/–)
	5.7/6.9
	

	Top speed
	km/h
	198
	210 (220)4
	240
	

	Fuel consumption (EU cycle)
	
	
	
	
	

	Urban
	l/100 km 
	9.6
	10.3 (11.2)
	11.3
	

	Extra-urban
	l/100 km 
	5.9
	6.5 (7.1)
	7.2
	

	Composite
	l/100 km 
	7.2
	7.9 (8.6)
	8.7
	

	CO2 
	g/km
	191
	210 (229)
	232
	

	Miscellaneous
	
	
	
	
	

	Emission classification
	
	                                      EU4,  particulate filter
	

	Wading depth (at 7 km/h)
	mm
	500
	500
	                                     500
	

	Slope angle front/rear
	°
	23.9/21.8
	23.9/21.8
	23.9/21.8
	

	Ramp angle
	°
	17.2
	17.2
	17.2
	

	Ground clearance between axles
	mm
	201
	201
	201
	

	Climbing ability
	%
	50/32
	50/32
	50/32
	

	Perm. all-wheel drive distr. of power  
	
	variable
	variable
	variable
	



Technical specifications apply to Europe (ECE)/Weight specifications relevant for homologation may apply to Germany only. 

Figures in brackets apply to models with automatic transmission.   

1Weight of the car in road trim (DIN) plus 75 kg for driver and luggage.

2May be increased under certain conditions.    

3Performance figures relate to RON 98, consumption figures to RON 95.

4With sports package.
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BMW X3 2.0i.
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BMW X3 2.5si.
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BMW X3 3.0si.
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BMW X3 2.0d.
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BMW X3 3.0d.
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BMW X3 3.0sd.




































