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Specifications BMW X5.
3.0si; 4.8i; 3.0d.

	Body

Anzahl Türen / s
	
	3.0si
	4.8i
	3.0d
	

	No of doors/seats
	
	5/5 (7)
	5/5 (7)
	5/5 (7)
	

	Length/width/height (unladen)
	mm
	4,854/1,933/1,7665
	4,854/1,933/1,7665
	4,854/1,933/1,7665
	

	Wheelbase
	mm
	2,933
	2,933
	2,933
	

	Track, front/rear
	mm
	1,644/1,650
	1,644/1,650
	1,644/1,650
	

	Turning circle
	m
	12.8
	12.8
	12.8
	

	Tank capacity
	approx ltr
	85
	85
	85
	

	Cooling system incl heater
	ltr
	10.6
	14.7
	10.4
	

	Engine oil6
	ltr
	6.5
	8.0
	7.5
	

	Transmission fluid
	ltr
	lifetime
	lifetime
	lifetime
	

	Final drive fluid
	ltr
	lifetime
	lifetime
	lifetime
	

	Weight, unladen, to EU1
	kg
	2,125 (2,205)3
	2,245 (2,325)3
	2,180 (2,260)3
	

	Max load to DIN
	kg
	630 (770)3
	615 (750)3
	635 (770)3
	

	Max permissible to DIN
	kg
	2,680 (2,900)3
	2,785 (3,000)3
	2,740 (2,955)3
	

	Max axle load front/rear
	kg
	1,245/1,535 (1,250/1,735)3
	1,345/1,540 (1,350/1,740)3
	1,295/1,545 (1,300/1,745)3
	

	Max trailer load2,
	
	
	
	
	

	braked (12%)/unbraked
	kg
	2,700/750
	2,7002/750
	2,7002/750
	

	Max roofload/towbar download
	kg
	100/120
	100/120
	100/120  
	

	Luggage comp to VDA
	ltr
	620–1,750
	620–1,750
	620–1,750  
	

	Drag coefficient
	cd x A
	0.33 x 2.87
	0.35 x 2.87
	0.34 x 2.87
	

	Power Unit
	
	
	
	
	

	Config/No of cyls/valves
	
	Inline/6/4
	V/8/4
	Inline/6/4
	

	Engine management
	
	MSV80
	ME 9.2.3
	DDE 6.2.6
	

	Capacity
	cc
	2,996
	4,799
	2,993
	

	Stroke/bore
	mm
	85.0/88.0
	93.0/88.3
	84.0/90.0
	

	Compression ratio
	: 1
	10.7
	10.5
	17.0 
	

	Fuel grade
	RON
	91–98
	91–98
	Diesel
	

	Output
	kW / hp
	200/272
	261/355
	173/235
	

	at
	rpm
	6,650
	6,300
	4,000
	

	Torque
	Nm/lb-ft
	315/232
	475/350
	520/383
	

	at
	rpm
	2,750
	3,400–3,800
	2,000–2,750
	

	Electrical System
	
	
	
	
	

	Battery/installation
	Ah/–
	70/luggage comp
	90/luggage comp
	90/luggage comp
	

	Alternator
	A/W
	180/2,520 
	180/2,520
	170/2,380
	

	Chassis and Suspension
	
	
	
	
	

	Suspension, front
	
	Double wishbone axle, small, negative steering roll radius; anti-dive

	Suspension, rear
	
	Integral axle; multi-dimensional suspension with anti-squat and anti-dive

	Brakes, front
	
	Single-piston swing-calliper disc brakes (4.8i twin-piston swing-calliper disc brakes)

	Diameter
	mm
	348, vented


	365, vented


	348, vented
	

	Brakes, rear
	
	Single-piston swing-calliper disc brakes



	Diameter
	mm
	320, vented
	345, vented
	320, vented
	

	Driving Stability System
	
	DSC III (HDC, DBC, ABS, ASC-X, ADB-X, DTC, Trailer Stability Control)

	Steering
	
	Rack-and-pinion power-assisted

	Overall steering ratio
	: 1
	19.5
	19.5
	19.5
	

	Transmission
	
	Six-speed automatic with Steptronic

	Gear ratios
I

  
	: 1
	4.171
	4.171
	4.171
	

	
II
	: 1
	2.340
	2.340
	2.340
	

	
III
	: 1
	1.521
	1.521
	1.521
	

	
IV
	: 1
	1.143
	1.143
	1.143
	

	
V
	: 1
	0.867
	0.867
	0.867
	

	
VI
	: 1
	0.691
	0.691
	0.691
	

	
R
	: 1
	3.403
	3.403
	3.403
	

	Final drive
	: 1
	4.44
	3.91
	3.64
	

	Tyres, front/rear
	
	255/55 R18 109V XLRSC4
	255/55 R18 109V XLRSC
	255/55 R18 109V XLRSC4
	

	Rims, front/rear
	
	8.5 J x 18 LM
	8.5 J x 18 LM
	8.5 J x 18 LM
	

	Performance
	
	
	
	
	

	Power-to-weight ratio to DIN
	kg/kW
	10.3
	8.3
	12.4
	

	Output per litre
	kW/ltr
	66.8
	54.4
	56.8
	

	Acceleration  
0–100 km/h
	sec
	8.1
	6.5
	8.3
	

	Standing-start km
	sec
	28.9
	26.6
	29.4
	

	In fourth gear         80–120 km/h
	sec
	–
	–
	–
	

	Top speed
	Km/h
	225 (210)7
	240 (242)8
	216 (210)7
	

	Fuel consump in the EU cycle
	
	
	
	
	

	Urban
	ltr/100 km 
	
	17.5
	11.3
	

	Extra-urban
	ltr/100 km 
	
	9.6
	7.2
	

	Composite
	ltr/100 km 
	10.9 (preliminary)
	12.5
	
8.7
	

	CO2 
	g/km
	260 (preliminary)
	299
	231
	

	Miscellaneous
	
	
	
	
	

	Emission standard
	
	EU4 
	EU4 
	EU4 
	

	
	
	
	
	
	

	Wading depth (at 7 km/h)
	mm
	500
	500
	500
	

	Embankment angle front/rear.
	°
	25.4/22.9
	25.4/22.9
	25.4/22.9
	

	Ramp angle
	°
	19.7
	19.7
	19.7
	

	Ground clearance, unladen
	mm
	212
	212
	212
	

	Permanent all-wheel drive, 
power distribution
	
	variable
	variable
	variable
	


Specifications applicable to Europe (ECE)/homologation data applicable in part to Germany only (weight).

1Weight of vehicle in road trim (DIN) plus 75 kg for driver and luggage.    2Optional up to 3,500 kg.    3With third row of seats.

4Applicable to Germany (with H-rated tyres in some countries).    5Height without roof aerial 1,729mm.    6Oil change.

7With H-rated tyres.    8With Sports Package.
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15.
Exterior and Interior Dimensions.
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16.
Output and Torque Diagrams.
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BMW X5 3.0si.
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BMW X5 4.8i.
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BMW X5 3.0d.




































