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Technical specifications.

K 1200 S.

	
	
	
K 1200 S

	Engine
	
	

	Capacity
	ccm
	1157

	Bore/stroke
	mm
	79/59

	Output
	bhp
	167 

	at engine speed
	rpm
	10,250

	Torque
	Nm
	130

	at engine speed
	rpm
	8,250

	Type
	
	Inline

	Number of cylinders
	
	4

	Valve control
	
	DOHC ( double overhead  camshaft)

	Valves per cylinder
	
	4

	Carburation/engine management
	
	Digital engine electronics with integrated knock control (BMSK)

	
	
	

	Power transmission
	
	

	Clutch
	
	Multi-disc wet clutch 

	Gearbox
	
	Constant-mesh 6-speed gearbox

	Drive
	
	Shaft drive 

	Chassis
	
	

	Frame type
	
	Aluminium composite frame



	Front wheel suspension
	
	BMW Duolever

	Rear wheel suspension 
	
	BMW Paralever

	Travel front/rear
	mm
	115/135

	Caster
	mm
	112

	Wheelbase
	mm
	1571

	Steering head angle
	°
	60.6

	Brakes
	front
	EVO brake system,

dual disc Ø 320 mm

	
	rear
	
Single dis Ø 265 mm 

	
	
	BMW Motorrad Integral ABS (part-integral) as standard

	Wheels
	
	Cast light alloy

	
	front
	3.50 x 17 MTH 2

	
	rear
	6.00 x 17 MTH 2

	Tires
	front
	120/70 ZR 17

	
	rear
	190/50 ZR 17

	
	
	

	Dimensions and weights
	
	

	Seat height
	mm
	820 (790)

	Weight according to DIN standard, fully fuelled, road ready
	lb
	547

	Max permissible weight
	lb
	992

	
	
	

	Riding data
	
	

	Fuel consumption
	
	

	90 km/h
	l/100 km
	4.7

	120 km/h
	l/100 km
	5.5


